: 


LONDON: HAUGHEON & COMPANY, PATERNOSTER ROW, EC, 


JOHNSON & PHILLIPS, 


TELEGRAPH ENGINEERS, ELECTFRICIANS, & CONTRACTORS. 
OFFICE: 16, UNION COURT, OLD BROAD STREET, LONDON, EG, 
WORKS : VICTORIA ROAD, CHARLTON, LONDON, 8. 


_Mannfacturers of all Telegraph Appliances, Materials, and Machinery for Marne and 
Laying Submarine Cables, and Contractors for Underground & Aerial Telegraphs. 


from Lelegraph Buoys, Grd both Patent and Ordinary ; Centipedes, Creepers, Sinkers,. Cable 
Tanks; up and Paying-ont Machinery, Dynamometers, Dow and Stern Geer, Steam aud Frana 
Hauling Gears; Rope and Chain Fittings; Cable Drums, Splicing and Fointing Took; Fe. 
Machinery: Designed and Cons‘ructed for the Complete Equipment of Telegraph Catie Pactories and 
Vesseisy. Wire Testing Machines for Tension, Elongation, and Torsion. Special Wire Soundimg 
: Machines for Shallc= and Deep Water. 
H All Apparatas and Material used in tie Construction and Maintenance of LAND LIN BS, vis, i— 


INBSULATORS-Vébnion & Phillips s Patent Fluid Insulators, and all kinds of the ordinary form. . 


BATTERIES Sole Makers of Higgins’ Patext Biehromate Batteries, and all the ordinary forms. Contractors for the af 
and Carbon Battery Pintes of special 
} POLES—Wrought Iron or Composite Poles of various kin 


MAKERS or SPECIAL TORPEDO AND Fritp CABLES, WITH SINGLE GR TIPLE CORRE. 
Tasuiated Copper Wires, Strand and Æopes, taped or braided, for Electric Lighting purposes, also Oarbom HOUR 
ESTIMATES GIVEN FOR COMPLETE SYSTEMS OF ELECTRIC ÆICMPENE 


ELECTRIC LI GHT. 
4 Si EMENS | ‘BROTH ERS, 


+ MANUSACTURERS OF | 
À STAMENS PATENT DYNAMO-ELECTHRIC MACHINES, LAMPS; 
d all APPARATUS necessany FOR WORKING ewe Evecraic Licht #08 beating 
Vanves, Doces, Sarvs, Facroniss, Wravinc Sunps, 
À a Mansfecere of Submarine. Cables aterials jor Overground Lins, Delegvaph Pass, 
Mine Luploders, ana-T slegrapk Apparatus Sites 
se | QUEEN ANNE’S GATE; “WESTNIN SPER. | 
Works-CHARLT ON PIER, WOOLWICH, KENT. 


AVERAGE WEEKLY DELIVERY 
; (Incladiug Continental) 

OVER TWENTY. ENGINES. 
“3908 DELIVERED, 


OSS 


ROS 


The theese Engines now extabiiened by expérience, Of Laving rox nicht ant Agy af the Winckier Gas Works for over twelve months 
withoal, any expenititare f: repair: this being equal to about 2%} years average ‘Over 14 200 alrendy @sliversd. Very nuimerons Testimonials fran Users 
T'es Faune, Meu of Science, and others, on apptication to the Makara, No trouble with Ooal, Ashec, Smoke, insurance, Water, or constant à 

No ganda to pack, or Water Gauges and Steam Gauges to watch. 


STARTS AT A MOMENT’S NOTICE, 


THE “OTTO” SILENT GAS ENGINE. 


and Orossley’s Patenia, 1876 anc 1877 
THEY ARE USED FOR ALL KINDS oF. PURPOSES, cos dE FOR HOISTING, PRINTING AND PUMPING. 


Sizes | Maximum Morse-Power n : 19 } Offered. 


Prices include Stand, Turned Fly-wheel, Driving Pulley; Water Gas Fittings (excepting Meter & Pipes). 


LONDON HOUSE: 
CROSSLEY BROTHERS, ne, views st, 20 


DAVIS & TIMMINS. 
SCREW MANUFACTURERS. 


Binders, Terntinals, Connectors, Clamps, &¢., mebt in Stock. 


BOWLING GREEN LANE, FARRINGDON ROAD, E.C. 
INDEX TO TELEGRAPHIC JOURNAL ADVERTISEMENTS. 


iVe charge is nine for inserting ‘Names of firms whose advertisements à Le for at least three = 
consecutively in this Journal, during the continuance of such aavertisements. 


tig 


(The numbers refer to the page on which the displayed advertisements witl Be found} 


Building Society. Lightning Conductors, Reiners, 
Birkbe beck 8 | R. S. Newall & Co. 5 H, iggin & Oo, 4. 
Cabinet Machines for Plating. | Patent Agents. 
Beech ...... Zanni & Bridger | - Brewer & Jensen 
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PATENTS'FOR INVENTIONS, 


OBERTSON, Broman, & Co. (established 

years) continue to obtain Patents for Inventions. '? Pam 

ue special advice, gratis or by post. . 166, Fleet Street, 


TO INVENTORS: » 
ESSRS. BREWER & JENSEN, British, Foreign, 


and Colqnial Patent Agents, give pro 
to all matters intrusted to them. ‘Office For Pat 


ents, 33, Chancery 
Lane, W.C. Established 1844. : 


(GEOLOGY. — In the Preface to the Student’s 


ELEMENTS of GEOLOGY, by Sir Charles Lyell, price 95, : 


he says :—“‘ As it 4s impossible to enable the reader to recognise 

rocks and minerals at sight by aid of verbal descriptions or figures, 

he will do well to obtain a well-atrangetl ‘collection of specimens, 

such as may be proctired from Mr. TENN ANT (149. Strand), 

Teacher of Mineralogy at King’s College, London.” . These 

ye + rt are supplied on the following terms, in plain Mahogany 
inets :— 


100 Specimens, in Cabinet, with 3 Trays .. .. {2 2 0 
200 Specimens, in Cabinet, with 5 Trays... .. §. 5.0 
300 Specimens, in’ Cabinet, with 9 Drawers. .. 1040 0 ~ 
400 Specimens, in Cabinet, with 13 Drawers 21 © © 


More extensive Collections at 50 to 5,000 Guineas. eacli, 


HARBOROW & Co. 
ELECTRIC TELEGRAPH ENGINÉERS, 
CONTRACTORS AND MANUFACTURERS, 
4, Circus Street, Marylebone, W. 


Makers of Blook-Instruments, Single and Double Needle Instru- 
Lines. constructed . 


ments, Coils for same with Induced Needles. 
and maintained. Batteries of every description. Electric Bells, 
Indicators, Thief and Fire Alarms for private houses, banks, hotels, 
warehouses, &c.,&c. Lightning Conductors. All kinds of Electrical 
Mining Apparatus. H. and Co. draw attention to their Bells, 
especially adapted for mines. Models made. Experiments carried 
out.— 4, Circus Street, Marylebone, London, W. | 


BLOCK TELEGRAPHS AND ELECTRIC 


INTERLOCKING SIGNALS. 
TYER & COMPANY 


Respectfully invite the attention of Railway Directors, Managers, 
and Engineers to their important improvements in ‘‘ Block” 
Telegraphs, especially to their new system (Patent 18 4, in con- 
junction with Messrs. SAXBY & FARMER), inspected and improved 
by Captain TYLER, on behalf of the Board of Trade. By the use 
of this appliance, a signalman who receives a telegraphic indication 
of a line blocked from the signalman in advance, cannot possibly 
give a contrary signal upon the outside semaphore to the engine- 


ver. 

**Such is the latest development of railway signalling, which is 
worthy of careful attention, constituting, as it does, a marked 
advance upon the ordinary block system.”—74e Times. _ 

Office and Works—4, OLD STREET, GOSWELL Roap, LONDON. 


[NSULATED COPPER WIRE, SILK, 


Cotton. or India-rubber covered. Conductivi teed. 
German Silver Wires for Resistance, Braided Handled’ Cord, Silk 
Cord for Electric Bells, &.—J. & W. RICKARD, Insulated Wire 
Manufacturers, Derby, 


personal attention 


4 


| 


&c. 


| 


| OPERAS. 


ENTLEMAN’S, 6s. ; Lady’s, ss. 6d. Warranted Goods. Electric 


À Bells from 6s. Improved Microphone and Battery in 
one, 2s. 64. Double Line Wire, rd. and 2d. per yard. 
| ' GIBBINS, 44, Parkfield Street, Islington. 


MACHINERY for covering Telegraph Wire with 


Silk, Cotton, Flax, Hemp, India-Rubber, Gutta-Percha, &c. 
Wire Stranding Machines. Complete sets of Machinery for the 
Manufacture of Telegraph Cables. 


THOS. BARRACLOUGH; 097, BRIDGE STREET, MANCHESTER. 


‘ 


TELEGRAPHIC CABINET WORK. 


Ww. M. FOXCROFT, * 
54, COMPTON ‘STREET, CUMRKENWELL. 
(Established 1844.) 


~ 


INSTRUMENT CASES OF ALL DESCRIPTIONS. 


Lock and Block, om Needle, Bell, Sounder, and 


INSTRUMENTS. 
Soy 


TELEGRAPH) INSTRUMENT CASES. 


GEORGE BEECH, 


10, SANDRINGHAM RD, HIGH ST, 


KINGSLAND, 


Continues to supply Railway and Telegraph Engineers with 
every description of Telegraph Instrument Cases; Single 
Needle, Block, Bell, Switch, &c. The material and work- 
manship of first quality and guaranteed. 


Terms.moderate for Cash. 


J. F. FOXCROFT, © 
Celegraph & Surgical Instrument Case Manufacturer, 
89, LEVER STREET, GOSWELL ROAD. 


Single and Double Needle Instrument Cases, Disc Cases, 
Morse Boards, Bell Cases, and every description of 
Cabinet Work for Electricians, 


ESTABLISHED 1870. 
Terms moderate for Cash. 
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HENRY WIGGIN COMPANY 


(Late EVANS & ASKIN), 


COBALT AND NICKEL REFINERS AND GERMAN SILVER MANUFACTURERS 
BIRMINGHA™. 
Anodes supplied for Nickel Plating, of any shape or dimensions. 


M. SADLER, 


INVENTOR OF THE 


UPRIGHT MAGNETIC MACHINE, il 


So universally used by the Medical Profession, 
MANUFACTURER OF 


Electrical, Galvanic, Magnetic, Chemical, Photographic 
and Pneumatic Apparatus. 


Electric Bells and Indicators of every description. 
For Hotels, Warehouses, Manufactories, Mines, and Domestic and General Use. 


19, ASTON STREET, BIRMINGHAM. 


A. COMBE CO.. 
31 & 32, KIRBY STREET, HATTON GARDEN, LONDON, 


MAN UFACTURERS OF SCREWS 


OF ALL KINDS, AND SMALL WARES FOR ie: 
Electrical, Telegraphic, Optical, Scientific, Philosophical, Surgical, and Musical Instruments, 
| ENGINEERING, &c., &c. TURNERY IN ALL METALS. | 
First-class work ee Estimates on application. 


BLHOTRIC HOUSE BELLS 


On the best system, from 85s. 6d.each. 


Complete Apparatus—Bell, Battery, Button, 40 -yards of Wire, and Book | 
of Instructions, price 135, |: eù 


BURGLAR DETECTORS. FIRE ALARMS. IK 
INDICATORS with Improved Relay. CONSTANT BATTERIES. 

Wood and China PUSH BUTTONS. INSULATED WIRE. 
HIOUSES & MANSIONS FITTED.- ESTIMATES GIVEN. 


ILLUSTRATED Price List oF ELECTRIC BELL APPARATUS, post free. 


‘* Messrs. ARCHBUTT, TESTIMONIALS. | “* Rugby, May, 1878. 
a ‘* Your Electric Burglar Detectors fitted in my house last month have already proved 
efficient.—W. S. C.” 

: pe A cp he à J une, 1878.—You have fitted the Electric Bells i in my house to my entire 
satisfaction.—D 


‘Rugby, Sept. 24, 1878. — Your Burglar Detectors have three times lately been tested 
and ehicient.—W. ~C.” 


nd of all descriptions. Silk covered Wire. Binding Screws, 3s. per dozen. Double Line Wire 
Is. 6d. per doxen yards. Silk Cord, Switches, &c., &c. Telephone Signal Transmitters, 105. 6d. each. 


lust Published, " Electric Bells, and how to Fix them.” Thirty pages and diagrams. Post free, Six stamps. 


J & W. E ARCHBUTT, 
8, BRIDGE STREET, WESTMINSTER, S.W. (Facing the Houses of Parliament). 
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NEWALL’S PATENT LIGHTNING 


Experience, accumulated since the time of Benjamin Franklin, proves conclusively that a Conductor made! 
of Copper, of adequate size, is the best of all appliances for the protection ot every description of Building from the 
) destructive effects of Lightning. 


NEWALL & CO.'S PATENT COPPER-ROPE LIGHTNING CONDUCTOR : 


As applied to all kinds of Buildings and Shipping in all parts of the world with unvarying success, is tne 
most reliable, most effective, and cheapest conductor offered to the public. 

It is simple in its application, no insulators being required ; and it costs only ONE SHILLING per foot for the standard 
size, which is safe in any storm. 


SOLE PATENTEES OF UNTWISTED WIRE ROPE. 


Manufacturers of Iron and Steel Ropes for Colliery and Railway Purposes. Rigging 
Ropes, Guide Ropes, &c. 


GILT AND SILVER CORD FOR HANGING PICTURES. IRON, STEEL, AND COPPER CORD FOR CLOCK AND SASH LINES, &c. 


R. S. NEWALL & Co., LONDON, 130, STRAND, W.C. 


LIVERPOOL, 36, Waterloo Road; GLASGOW, 68, Anderston Quay; MANUFACTORY, 
Gateshead-on-Tyne. 


THE SCIOPTICON. 


An improved form of Magic Lantern, burning paraffin oil, and giving a powerful light up to an 8 or 10 feet disc. 
_ Tue Scropricon was the first of these lanterns introduced, and still holds its plate as the best among a host of 
imitations. | 
The principle of the light is two parallel flames placed edgewise to the condenser. : A ¢ gp 
Always ready—a few seconds only required to put in operation, : | sé 


The Improved. Sciopticon is the only Lantern in the market . 
constructed on scientific principles. It is arranged so that the whole of 
the light from the: condensers. passes through, the front lenses, the 
_ focussing being done with the,slide, thus giving a. greatly increased 

light on the screen and much better definition. “Price £6 6s. 

Catalogue of Sciopticons & Appliances. 
SCIOPTICON MANUAL OF INSTRUC- fs 
TIONS AND EXPERIMENTS. 
| 13 Stamps. 

Fourth Edition in the Press. — én 


WOODBURY LANTERN SLIDES. 
ees Superior to all other photographic ‘slides, being permanent pigment 
AR ju = = photographs, and printed in transparent colours,' every gradation” of 

ve shadow is brought out on the screen, Their warm tone also contrasts 
most favourably with the cold photographic colour. 


THE SCENOGRAPH. =, 
_A very light and portable Tourist’s Folding Pocket Camera. By the New Dry Process, Chemicals 
are left at home, and the Sensitive Plates developed at leisure. No previous knowledge necessary. 


ay 4 ‘ 


No. 1. For Pictures 41 x 34, with lens stand and camera eve 266 és 35/- 
No. 2. For Stereoscopes or Cabinets 50/- 
No. 3. For Pictures, 7 x 5 ” vs a ane 50/- 


Well adapted for use of Engineers, &c., for taking photographs of machinery or progress of works. 
_ Manual of Instruction (with Photo) seven ‘stamps. | 


SCIOPTICON COMPANY, 


157, GREAT PORTLAND STREET LONDON, W. 
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WwW. TT, HENLEY, 
TELEGRAPH ENGINEER AND CONTRACTOR. 


MANUFACTURER OF SUBMARINE CABLES, 


Wire and all Telegraphic Stores, also Galvanised and Corrugated Iron Sheets. 


8, Draper’s Gardens, Throgmorton Street, London. 
WORES—NORTEL WOOLWICE.. 


EUGENE EF. PHILLIPS. 


MANUFACTURER OF PATENT FINISHED 


INSULATED TELEGRAPH WIRE, MAGNET WIRE, 


TELEPHONE AND ELECTRIC CORDAGE, PATENT RUBBER-COVERED WIRE, BURGLAR 
ALARM AND ANNUNCIATOR WIRE, LEAD ENCASED WIRE, CABLES, &c. 


OFFICE AND FACTORY, No. 67, STEWART STREET, PROVIDENCE, R.I. 


W. H. SAWYER, Electrician and Superintendent. 


M. THEILER & SONS, 


TELEGRAPH INSTRUMENT MANUFACTURERS, 
86, CANONBURY ROAD, LONDON, N. 


MANUFACTORY—ALWYNE Lang, N. 


Specialties :—Patent Polarized Relays for Cables and Land- lines? mas 
Instruments, Vibrating Sounders, Speed Recorders. | 


SOLE MAKERS OF THEILER’S NEW RECORDING SOUNDER AND TYPE PRINTER. 
Contractors for Duplexing Land-lines (Morse Sounder or Hughes Circuits) by 
THEILER'S PATENT MECHANICAL DUPLEX— WITHOUT Artificial Line. | : 


PETER BROTHERHOOD, 


ENGINEER, 


56 & 53, COMETON STREET, GOSWELL ROAD, E.C. 


SILVER MEDAL, Paris EXHIBITION. 


PATENT 3-CYLINDER ENGINES 


Siemens, Gramme, and Wilde, 


FOR DRIVING 
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SCIENTIFIC. AND UNSCIENTIFIC 
APPRENTICESHIP. 


AN important paper has recently been read by 


Professor Sylvanus Thompson, before the Society 
of Arts, on “ Apprenticeship : Scientific and Un 
scientific.” The subject is, at the present time, one 
of the highest interest, and following so recently as 
it does upon Professor Ayrton’s paper on “ Technical 
F.ducation,” it cannot fail to be of very considerable 
weight. That a certain amount of training is given 
under the present system of apprenticeship Professor 
Thompson does not deny, and indeed it must be 
evident that he cannot do so; but the amount of 
information and practical knowledge which the 
apprentice may pick up is very far short of what 
should be the case, considering the lengthened 
period during which he is practically under rulers 
and governors. This, as Professor Thompson points 
out, is due to the utter want of system at present 
pursued in the training of apprentices. As is truly 
pointed out— 

“Since apprenticeship is a process .of learning 
something, it is clearly, like every other process 
of learning, subject to definite principles or general 
laws. Just as there is a right way and a wrong 
way of learning to read, or to cipher, or to 
write, so there is a right way and a wrong way of 
learning a trade or an art, a handicraft or a profes- 
sion, . Unfortunately,” continues the. Professor, 
“ although in each case this observation may at first 
sight appear to be a truism, it is strange how far the 
majority of mankind are from believing that there 
is a genuine science of education, the general prin- 
ciples of which are equally applicable not only to 
the processes of learning how to read, to cipher, and 
to write, but also to those of learning how to build 
houses, to print books, to construct machinery, to 
compound drugs, or to mould porcelain or glass.” 


A system of training exists in many professions, 
and, as is pointed out, in none is this principle carried 
to such an extent as it is in the profession of medi- 
cine and surgery, a natural consequence, perhaps, of 
the vital importance of the subject ; since our very 
existence is practically more dependent upon a 
thorough knowledge of the healing art than upon 
anything else. But if a system is necessary for a 
thorough knowledge of the profession referred to, 
it is a logical consequence that the converse is the 
case, viz., that to obtain a thorough knowledge of 
any trade or profession a systematic method of 


teaching it is highly necessary. Taking a supposi- 
titious case, Professor Thompson says :— 


“ Suppose we had the duty of training a youth for 
the medical profession, what kind of training should 
we give him to prepare him for his career? I pre- 
sume we all know that no man can practice in this 
country as surgeon or physician without a diploma 
or licence, and that such a an or licence is only 
granted to those who have been for several years 
pursuing a course of studies in the theory and prac- 
tice of their future profession, and have attained to 
a certain demée of proficiency, as attested by the 
certificates they produce from one or other of the 
various recognised medical schools. 

_ “Suppose, however, that leaving the accepted 
routine of lecture-going, reading, dissecting, and 
hospital practice, prescribed in the schools of 
medicine for our young aspirant, we were to adopt 
the following course :—Keep the youth for five 
years wee be metaphysic and dialectic; then, at 
the end of this period, send him straight to work 
amputating and drugging, under the directions of 
an overlooker, whose best qualification was that he 
could drive the young student through the greatest 
amount of paying work in the shortest possible 
time. Suppose, moreover, all theoretical instruc- 
tion, all access to books, to be carefully eliminated, 
and that meantime he should be taught to laugh 
at and despise the notion that theoretical knowledge 
was of any service to him, even dissection for the 
sake of adding to his knowledge and experience 
being forbidden him as not being paying work. 
Suppose this to goon for seven long years, the only 
change in the routine being that towards the close 
of his time that he should no longer be required to 
perform such menial offices as washing floors or 
running errands. Suppose, I say, this course to be 
adopted and deliberately defended as a system of 
medical education, what would be thought of it ? ’ 

“Yet, strange as it may seem, the outrageous 
course which we have allowed ourselves to suppose 
is a faithful analogue of that which in thousands. 
and hundreds of thousands of cases is going on to- 
day, not in the apprenticeship to the medical: pro- 
fession, but in the apprenticeship to the handicraft 
trades. For the five years of metaphysics, read 
five years of purely literary study in the elementary 
school ; and for seven years of unintelligent and 
uninstructed work, read seven years of unintelligent 
ani uninstructed drudgery in a workshop, under an 
uneducated, unsystematic overlooker, selected: for 
that post simply because he is a good slave-driver ; 
and you have a not overdrawn picture of that which 
goes by the name of ‘apprenticeship’ in too many 
of the handicrafts of England.” : lt 40) 


This state of affairs, whichis well pictured, has 
not always been the case, it is simply a consequence 
of the changed social’ habits of the nation ; for: 
merly the apprentice was, in the majority of cases, 
looked upon and treated almost as one of the 
family of his employer, and as such naturally took 


an interest in his work, now these relations no 


longer exist. The capitalist is essentially the em- 
ployer, and an employer who deputes his manual 
work to an underling who practically can have no 
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interest in. furthering the advance and imparting 
knowledge to the apprentice. How is the educa- 
tion of apprentices to be made to harmonise with 
the existing state of affairs, so that he may be able 
once more to have a fair chance of learning his 
craft in an intelligent and scientific manner? 
Professor Thompson. points out the way in which 
this can be done, he says in answer to the question, 


“ What. are the principles that must underlie the 
attempt to reconstruct in a manner adequate to 
modern, social, and industrial conditions, the rational 
scientific apprenticeship of the future? - 

‘Those general principles may, I think,” says the 
Professor, “be laid down without much difficulty : 
what difficulty, exists will be found rather in the 
application of those principles than in their abstract 
enunciation. 

“Firstly, in learning to perform any handicraft 
operation, or to use skilfully any tool or appliance, 


it is evident that the ability to do that one thing 


rapidly and well can’ only be acquired by practice ; 
and that the beginner must learn by doing the thing 
many times over, slowly and carefully at first, rapidly 
and well afterwards. 910 

: “ Secondly, where, as in the case of most skilled 
(and in many so-called unskilled) industries, the 
craftsman ‘must know how to do a great many things, 
or to use many different tools, it is evident that the 
process of acquiring the complete knowledge of the 
craft will be much, facilitated if the learner be not 
kept doing over again that which he already knows 
how to do rapidly and well. . Having gained skill 
in one operation by doing it often enough to acquire 
speed and precision, he ought at once to set about 
mastering the difficulties of;some other operation. 
If he is kept. for months or years doing over and 
over again that which he already knows how to do 
rapidly and -well, and is employed as a cheap 
machine simply to put money into his master’s 
pocket, he is losing just so much time of his 
apprenticeship. | 

:  Thirdly, all practical operations which have thus 
to be learned by repetition ought to be presented to 
the young apprentice in a graduated order best 
suited to’ his growing powers: the easy first, the 
harder as he gains power and knowledge. . There is 
in every craft an order in which the round of skilled 
operations are best learned, an order not to be 
hastily settled, but known only to those who have 
themselves been trained and have had to train others, 
and is clearly an order in the. course. of which the 
learning to do:one thing shall best prepare the way 
for the learning to do the next. The round of 
manual acquirements ought to be rationally and 
systematically arranged. 

« Fourthly, no apprentice should be allowed to do 
anything without being shown or told how to do it. 
It isa point of the utmost importance that the young 
‘workman should never be allowed to work unintelli- 
gently; the habit of unintelligent working once 
acquired is hardly ever thrown off. The prevailing 
idea in this country seems to be that a man ought 
to learn how to do a thing by simply doing it; 
whereas the rational plan is to ascertain first how it 
should be done, and then to do it. There is always a 
best way of doing a thing, known only to men of 


intelligent practical experience. No work should 
be attempted by a beginner until the method and 
rationale of it has been explained to him. He will. 
thus be (gi free trying bad and useless methods, 
and will/be called upon to use his reasoning facul- 
ties. “There can be no question that theoretical 
knowledge may thus be of great service in saving a 
workman’s time. This constitutes, indeed, the main. 
difference in many trades between the practical 
training of English and Continentalworkmen. One 
is supposed to learn simply by doing the thing over 
and over again, blindly and unintelligently ; the 
other is supposed to learn by first learning how the 
thing ought to be done, and then doing it. 

“ Fifthly, instruction in the general principles of 
science, which underlie almost all handicraft trades, 
ought to be taught systematically to the apprentice 
by teachers who understand what they are teach- 


ing, and who also are acquainted with the prac- 


tical details of the applications of those principles 
to the particular trade followed by the apprentice,, 
so that they may be able to point out continually 
the agreements and the apparent discrepancies be- 
tween abstract theory and the actual methods of 
practice dictated by experience. 

“ Sixthly, instruction in manual exercises ought 
to begin early. The dexterity of hand, the quick 
perception of the eye, are not to be attained after a 
certain age. In many skilled crafts this age is. 
indeed very early. Musicians know how early the 
child must begin to practise whose fingers are to: 
acquire a perfect training, and there are many in- 
dustries requiring a skill of hand little short. of 
that which the violin player or pianist must possess.. 
. “ Seventhly, throughout the period of apprentice- 
ship, but particularly in its early stages, the 
manual exercises set to the. apprentice should be 
chosen ‘solely becatisé théy will improve his growing 
capacities ; the idea of making him do paying work 
ought to be set aside. The thought should be, not 
what will pay now, but what will pay twenty years 
hence. Therefore, every other consideration should 
be subordinated to the desire to improve the skill 
of the apprentice. , 

“ Eiehtly, to give breadth and generality to the 
practical knowledge of the apprentice, he should, in 
the early stages of his training, see something of 
various kinds of work ; there being undoubted ad- 
vantages in a carpenter, for example, and a smith 
knowing something of each other’s work. Too 
early a specialisation cramps the powers alike of the 
hand and of the eye.” | | 


In our last number of the JOURNAL, in speaking 
of “Technical Education” we alluded to the well 
fitted educational establishments on the Continent, 
and Professor Thompson, in his paper, speaks with 
great interest of these schools, as fulfilling his idea. 
to a great extent of what a place of the kind should 
be. He says :— 


_ “I propose now to turn to some of those con- 
tinental institutions in which it appears to me the 
principles laid down as those underlying a rational 
and scientific apprenticeship may be seen in operation.. 

“We are probably all aware of the innumerable 
and splendid technical schools and colleges which 
exist in Germany, Switzerland, France, Austria. 
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Belgium, and even in Russia. I will name as types 
of them the Polytechnikums of Dresden, Stutgardt, 
Berlin, and Zürich, the three Æco/es des Arts et 
Métiers of Aix, Angers, and Châlons, and the ZcoZ 
Centrale des Arts et Manufactures of Paris. These 
institutions do not’ profess to teach any trade or 
industry, except engineering, which in some of 
them is a special feature; they are colleges for 
applied science to which educated persons may 
resort to add to their technical knowledge. Hence, 
while admirable for giving to foremen, masters, and 
the professed teachers of applied science, the higher 
technical training those persons need, they do 
nothing directly for apprenticeship. Indirectly, 
however, they do a great deal in their respective 
countries for apprenticeship in the mechanical trades, 
inasmuch as they provide what in England we have 
. no recognised means of providing—trained men as 
heads of workshops ; men who are superior to rules 
of thumb, and who have some notion how to train 
the young beginners placed under their charge.” 


Of one of the “ apprentice schools proper ” the fol- 
lowing interesting account is given :— 


“The Æcole dApprentis of Paris, situated in the 
Boulevard de la Villette, is a school of similar 
character, but surpasses the Havre school in size, in 
the extent of its appliances, and in the general 
superiority of its organisation. The results attained 
by this school are truly striking. No pupil is 
admitted before thirteen, nor without his certificate 
of elementary education. The course of instruction 
lasts three years, about half the day being given to 
schooling, and half to practical work in one or other 
of the workshops. The lads, who go out at sixteen 
or seventeen, are able at once to rank as skilled 
workmen, earning a wage usually only obtained by 
those who have served a much longer apprentice- 
ship in the shops, and in some cases to earn higher 
wages than the average skilled workman who is of 
age. Happily, the promoters of this school have 
viewed the experiment in a truly scientific spirit, 
and the exact date which they have kept upon all 
statistical matters enable a precise estimate to be 
drawn of the signal success attained by the school. 
The school was founded in 1873. Of 74 apprentices 
who had gone out up to August, 1877, 69 remained 
faithful up to the present year in the industry taught 
them in the school ; and their average rate of .pay- 
ment on leaving had been equivalent to 18s.a week, 
reckoning 56 hours tothe week's work ; their average 
age on leaving being seventeen years and a half. 
Some of these, the young smiths and metal turners, 
earn more than this, and receive from 20s. up to 
30s., and even 32s. a week, as soon as they go out 
to work. Now, this school is one where there 
is a graded series of manual exercises, where 
those exercises are undertaken solely to develop 
the pupil’s skill without reference to their com- 
mercial profitableness, where no work may be 
attempted until the how and why have been ex- 
plained, nor until the piece of work has been made 
the subject of a proper working drawing. It isa 
school where regular systematic, technical, and 
scientific principles are both instilled in class and 
insisted upon in the workshops. The instruction 
is not left to uninstructed workmen, but is in the 
hands of competent teachers, the head of the work- 
shop staff, for example, being himself a former 


— 


pupil of one of the Zcoles des Arts et Métiers, and 
thoroughly imbued with the scientific spirit, while 
the teacher of physics is an accomplished assistant 
in the Paris Observatory. : The director, M. 
Müller, is himself animated with the spirit of the 
institution, and conducts, excellent classes in 
descriptive. geometry and other subjects. , M. 
Bocquet, the superintendent : of the: workshops, 
ives a course of technological lessons, which, 
fevlaning with descriptions of tools and bits ‘of 
machinery, bolts, nuts, keys, &c., leads up a com- 
lete knowledge of machinery and of machine tools. 

rawing, applied physics, applied chemistry, al- 
gebra, arithmetic, geometry, and even industrial 
jurisprudence form parts of the curriculum of 
studies. To visit this school and its workshops— 
and I have visited it seven times, and spent many 
‘hours within its precincts—is sufficient to dispel the 
notion that the rational scientific apprenticeship 
advocated here, and in my pamphlet on ‘Ap- 
prenticeship Schools,’ is an impossible or Utopian 
idea, incapable of existing anywhere, except on 
paper. The problem is solved; and it is now 
simply a question of cost how far this solution can 
be applied.” 


No one reading this glowing account of the 
means of technical education existing abroad can 
help seeing how far we in England are behind 
hand ; but where are the practical results we would 
ask ?. As we have before remarked, how is it that 
with such great educational advantages the foreigner 
has not ousted the Englishman and drawn away all 
his trade? It is true Professor Thompson points 
out a few cases where our trade is at a low ebb, but 
the latter we should imagine would be universal, 
and this is not so.. By all means organise a system 
of schools having the foregoing objects in view, but 
ascertain first whether the entire system is founded 
on the best principles, and then go to work. 


In concluding his paper Professor ‘Thompson 
SAYS :— 


“There is no question whatever but that the 


EE neglect of technical education in Eng- 
d 


‘but more highly trained nations. 


will sooner or later ruin her in the markets 
of the world,which will be seized by less favoured | 
And the work | 


-of technical education is ohly half begun if it © 
_stops ‘short of regenerating the education of the | 


armed with fantastic scraps of empirical knowledge, 
"and swaddled up in rules of thumb, are doomed 


* must adapt our systems to the new social order, and 


- field ordered legions of trained workers equipped 


apprentice. | 
“ The skilled industries of Great Britain, with their 
irregular bands of workers, trained anyhow, nohow, 


before the industries of nations who bring into the 


with intellectual weapons, and clothed with sound 
science. Against such adversaries all the stores of | 
coal and iron in our hills and valleys will be of little 
avail. We have, however, one chance left; we 


organise ‘and drill and train our workers in a 
systematic and scientific apprenticeship, in accord- 
ance with the dictates of right reason, and in 
harmony with the spirit of the age.” ITO 
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BRIGHT’S IMPROVED RELAY, 


Tue object of this invention is to obtain great sensi- 
tiveness and certainty of action. In the ordinary 
relays in which a complete signal is made by a 
single current, the moving part is brought back to 
its place of rest or zero by a spring, or by one por- 
tion of the moving part being heavier than another, 
or by an electro-magnet being polarised by a per- 
‘manent magnet. In these methods of controlling 
the moving parts of the apparatus, the magnitude of 
the signal given, or the force with which contact is 
-made, when a local circuit is made by such moving 
part, represents only the difference between the 
wer of the electrical current employed and the 
orce of the controlling agent. In the improvement 
invented by Sir Charles Bright, the co them | part of 
‘the receiving apparatus by which the signal is given 


or the contact is made, whether it be a magnet, a . 


soft iron armature, or a coil of insulated wire, is 
controlled by a second moving part, which is worked 


FIG. 


by the same current in such a manner as to with- 
draw all restraint from the first or signalling part 
while the current is. passing, and to bring it back to 
zero and retain it there when no current is passing. 
Fig. 1 shows the ‘front elevation of a relay con- 
structed upon this system and adapted for making 
contact on either side, according as a positive or 
negative current is sent. a, a', are two electro- 
magnets fixed vertically on an upright frame which 
have opposite poles when a current is passed 
through them ; 4 is a permanent magnet presenting 
one of its edges to view ; it works upon a centre at 
¢, and is influenced by the poles d, 4!, of the electro- 
magnets ; ¢, e', are two insulated contact screws ; / 
is a soft iron armature acted upon by g, z', the upper 
poles of the electro-magnets; Æ is an adjustable 
apring. 5 is joined to f by À, which is a hair, or 

read, or piece of fine wire. When no current is 
passing, the spring 4 holds back the armature / as 
far as the connection of f with 4 by 7 will allow, and 
6 is thus retained at zero, the contact piece £ at its 
lower end being midway between e, e'. Upon the 


passage of a current, whether positive or negative, 
the armature is attracted by g, 2’, its control over 
6 by means of i ceases for the time, and 4 is free 
to move without any retarding force to either side, 
according to the direction of the current. | 

When a current of one kind only is used, as with 
the ordinary Morse alphabet, a soft iron armature 
may be there. AE A used in place of a magnet. 
Fig. 2 shows a plan, and fig. 3 a front elevation of 
an instrument so constructed, the letters in the 
figs. referring to the same parts; a, a', are two 
electro-magnets fixed horizontally ; 6 is a soft iron 
armature carried by a lever c working on its centre 
d. The armature 4 enters between the poles of the 


FIG, 2. 


i 


A 
Cur 


electro-magnets in the manner shown at / in fig. 
I ; eis an armature at the other end of the electro- 
magnets fixed to the lever / which works on its 


centre £ ; fis connected to c'by the thread # ; 7,2}, 


are two metallic reeds or sounders which are only 


shown in Fig. 2 with projecting pins /,/!; they are 
insulated from each other, and by connecting g to 


one side of a local circuit and 7! to the other, the 
signals may be read by sound and recorded at the 
same time; # is an adjustable spring by which, 
when no current is passing, 4 and ¢ are drawn away 
from the poles of a, a', as far as is permitted by the 
connection #, the tension of which derived from the 
spring 4, though c causes /, ¢, to press against 7. 
Upon a current passing, the action of # upon # is 
withdrawn by the attraction of 4 to a, a', and “is 
moved against 7 by the attraction of ¢ to a, a. 

It is evident that the principle involved in the 
apparatus can also be applied to other telegraphic 
apparatus, and to the ordinary single needle instru- 
ment. In this case the front index needle of the in- 
strument has simply to be attached to a prolonga- 
tion of the axis of 4. 
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THE GLASGOW ELECTRIC FIRE ALARM 
SYSTEM. | 

A system of electric fire alarms has now been in 
use at Glasgow for some years, and has been very 
successful. The De is very simple in con- 
struction, and little liable to get out of order. | As 
the question of fire alarms is likely to receive more 
attention in this country than has hitherto been the 
case, a description of the Glasgow apparatus may 
prove 
Fig. 1 shows the outward form of the signalling 
apparatus, which is placed at the corners of a num- 
ber of the streets in the town. 


The arrangement 


Fig. 2 shows an inside view of the wall-box. The 
upper part is occupied by batteries 18, placed on 
shelves as shown. In the lower part is fixed the 
+ key 13 (which is shown on an enlarged scale 

y figs. 3 and 4) and the acknowledgment bell ‘2r. ’ 

The push key 11 (fig. 4) is a tube having an 
annular head on its outer end, on which the word 
“push” is marked, and it is carried in a tübular 
bearing 12, fixed on a three-armed bracket 13. ° A 


‘helical spring is arranged inside the tubular bearing 


12, to press the 


ush key 11 outwards, and when 
the key is push 


inwards its inner end acts On a 


metal spring 14, and causes it to make a contact 
with a piece of metal 15, thereby closing the circuit 


consists of a cast iron box, about 4 feet high, placed 
sufficiently high up on the wall of the building to 
which it is fixed to be out of easy reach of loiterers, 
but yet sufficiently low to be got at with a little 
exertion. To sound an alarm it is only necessary 
to depress the push key p, when a bell is rung at 
the fire station with which the apparatus is in com- 
munication, and on the receipt of the signal at that 
place an acknowledgment signal is returned, which 
sounds a bell placed in the lower part of the case. 


pu 


of the wire to the district station, and sounding the 
bell at that station. The spring 14 is connected to 


the line wire 16 (figs. 2 and 4), and the metallic 


piece 15, into contact with which. the spring 14 is 
pushed by the key 11, is connected bya wire 17 to 
the battery 18, shown in fig. 2 as occupying the 
upper part of the fire-alarm box. When the spring 
arm or switch 14 is not pressed in, it forms a con- 
tact with a metallic piece 19, which is connected by 
a wire 20 with the electro-magnetic bell 21 in the 
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fire-alarm box, and this bell can consequently be | 


sounded from the district station to show that the 
alarm signal has been noticed. 

At the district station (fig. 5) there is provided for 
at is in connection with 
the station an electric bell 29 and a push key 30, 
like those in the street fire-alarm boxes. The parts 
are arranged so that by simply pushing in the Key 
30 the battery B sends a current to line whic 
causes the bell 21 at the street box to be sounded, 
thus acknowledging the receipt of the alarm. 

Mr. R. S. Symington, of Glasgow, has gr 
patented an improvement in the apparatus, by whic 
a portable A BC or other instrument can be very 
readily put in connection with the line, and thus a 
correspondence be carried on with the fire station. 
This addition to the apparatus is effected by means 
of an improved push key. This push key is made 
tubular to receive an improved connector or switch 
plug, which isconnected to the portable Wheatstone, 
or other suitable telegraphing instrument or tele- 
phone, by a pair of insulated wires corresponding 
respectively to the line wire and the earth wire. 
The switch plug is formed with a handle of wood, 
and with a metal tube to be entered into the push 
key, and an insulated wire corresponding to the 
line wire passes through the tube and projects from 
its end, whilst the other insulated or earth wire is 
connected to the tube. When the switch plug is 
inserted in the push key its tube makes contact 
with the key and is thereby connected to earth, 
whilst the central wire makes contact with the 
spring 14, and through it makes connection with 
the line wire proceeding to the district station, and 
at the same time depresses the spring midway 
between and out of contact from the earth and 
battery connection. In this way a portable tele. 


graphing instrument can be instantly connected to 


any of the street alarm boxes without any screwing 
or unscrewing of wires or other parts, and give the 
fireman or others the power of communicating with 
the fire station. At the latter a similar improved 
push key is fitted in connection with the wire from 
each street box, and a switch plug is connected to 
the instrument communicating with the central 
station. Ordinarily this switch plug is entered into 
a fixing giving connection with earth, but when 
required it is inserted into the push key connected to 
one of the street alarm boxes, and then communi- 
cations can be transmitted directly between the 
fire station and the particular street alarm box. 


TRIALS OF THE JABLOCHKOFF AND 
WERDERMANN ELECTRIC LIGHTS IN 
PARIS. 


SoME trials of the Jablochkoff and Werdermann 
Electric Light systems have recently been made at 
the French National Opera House, Paris. The ex- 
periments took place in the Opera foyer, or green- 
room, in the presence of a large number of persons 
interested in the result of the trials. The object in 
view was the comparison of the two systems. 

Ten chandeliers were taken for the experiments, 
four being lighted by each system and the remain- 
ing two by gas. 


The first experiments were made with the 
Jablochkoff system, the candles being covered with 
yellowish coloured glass globes was to cut off as 
much as possible the violet rays which characterise 
the light when obtained by the voltaic arc. “The 
result,” says Z’Zstafette, “was to bring out all the 
defects of the system, as the light continually 
flickered, changed colour, and produced a disagree- 
able noise. he Werdermann light, on the con- 
trary, was perfectly steady and quiet in character, 
but from the absence of glass globes was not quite 
so warm in tone as its rival. This, however, was 
an intentional defect, as Mr. Werdermann purposely 
exposed the light in a naked state so that its natural 
warmth might be seen; of course, a globe slightly 
coloured only would tone down the light to the re- 
quired tint.” 

As regards steadiness and noiselessness, the 
Werdermann light unquestionably carried the day. 
As regards economy, it may be stated that the 12 
Werdermann lamps (three for each chandelier) were 
produced by a steam engine of 6 horse-power, con- 
structed by Hermann-Lachapelle ; the 8 Jablochkoff 
candles (two to each chandelier) were produced by a 
12 horse-power Calla engine. The dynamo machine 
for the Jablochkoff system was turned at a higher 
velocity than that for the Werdermann system ; a 
difference requisite in consequence of the Jabloch- 
koff candles requiring intensity currrents, whereas 
the Werdermann lamps are worked by quantity cur- 
rents. This latter fact, although to the advantage of 
the Werdermann system when the lamps are placed 
close to the source of power, is a disadvantage when 
the two elements are distant one from the other, as 
very thick and expensive conducting wires would be 
required. Experiments made with the Werdermann 
light have shown that 5 lights, equal to 25 to 30 
gas jets, may be obtained with a 1 horse-power 
engine. 

he outlay incurred by using the Werdermann 
system is considerably less than that necessitated 
by the adoption of the Jablochkoff light, and this is 
no insignificant gain. It remains now for M. 
Garnier, the architect of the Opera house, to make 
his report to Government concerning the two 
systems, and to indicate which, after mature reflec- 
tion, has thesuperiority. The result will be looked 
for with interest. 


RAPIEFFS CURRENT REVERSER. 


AN ingenious form of current reverser has been 
devised by M. Rapieff, which is admirably adapted 
for reversing in cases where the currents in ques- 
tion are very powerful ones, and are liable therefore 
to burn up the contact points of any ordinary form 
of reversing switch ; moreover, the new reverser is 
so arranged that it can be worked from a distance 
by sending a current through it from a small local 
battery. 

Figs. I, 2, and 3 show a front and side elevation 
and a section of the reverser. The apparatus is 
formed of a wooden block with three hollows, g, g, g, 
cut in it, which are partially filled with mercury. 
Four metallic discs (2!, d?, and d*) on one axis dip their 
peripheries into this mercury. The two centre discs 
(d2) are fixed close to, but at the same time are elec- 
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trically insulated from each other ; they both dip into 
the same mercury chamber. The extreme left hand 
disc (d*) is electrically connected to the left hand 
centre disc, and dips into the left hand mercury cham- 
ber. The extreme right hand disc (4!) in like manner 
is electrically connected to the right hand centre 
disc, and dips into the right hand mercury chamber. 

The left and right hand mercury chambers are 
electrically connected together and are connected to 


end of the axis on which the discs are fixed are 
circular magnetic néedles surrounded by ordinary 
galvanometer coils (+ mm’), so that when currents are 
caused to traverse them they turn the needles as in 
an ordinary galvanometer, and this with a weak cur- 
rent. By sending a current in one direction or the 
other through the coils it is evident that the needles 
can be turned through an angle of 180° in a corres- 
ponding direction, and by thus turning the discs will 
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a terminal. The centre mercury chamber is con- 
nected to another terminal, and finally the left hand 
pair of discs are connected to one terminal, and the 
right hand pair to another terminal. | SN 

The metallic discs have each a portion of their 
surface coated with an insulating material, as shown 
in the figs. by the shaded portions, so that only 
about a quarter of each of their metallic surfaces 
are exposed. The relative positions of these latter 
surfaces with respect to each disc is such that in 
one position the bare surfaces of the extreme left 
hand disc and the right hand centre disc are 
immersed in the mercury chambers, whilst the 
other discs remain insulated ; but if the whole set 
of discs be rotated through 180° on their axis, then 
the bare surfaces of the extreme right hand and the 
left hand centre discs come in contact with the 
mercury in their respective chambers, whilst the 
other discs become insulated. It is easy to see that 
if wires be connected to the four terminals the 
‘currents passing through them will become reversed 
in direction by the turning of the discs through an 
angle of 180°. 

The turning of the discs is thus effected : at the 


reverse the direction of the main current as required. 

The circular or disc shape given to the magnetic 

needles, M. Rapieff states, is found to answer very 

well in practice and to give considerable turning 

power. | | | 


SIR WILLIAM THOMSON ON 
DISTINGUISHING LIGHTS FOR LIGHT- 
HOUSES. | 


The following letter has been written by Sir 
William Thomson to the Zimes; as its contents 
are of an extremely interesting character we are 
induced to reprint it in full : 


“ Sir,—A most interesting experimental cruise of 
ten days on board Her Majesty’s ship Northampton, 
in the English Channel, from which i have recently 
returned, has given me many good opportunities of 
observing the ights on the south coast of England; 
and has revivified my conviction of need for a 
threefold reform in our lighthouse system, which I 
have been urging and re-urging since 1872 with 
hitherto but partial success :—A great quickening 
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of nearly all revolving lights ; the application of a 
group of dot-dash eclipses to every fixed light ; 
and the abolition of colour as a distinction of light- 
house. lights, except for showing dangers and 
channels and ports by red. and white and green 
sectors. Of about 120. revolving lights on the 
English, Scottish, and Irish coasts, there are in all 18 
in which the periods are ten seconds or less and the 
times of extinction seven seconds or less. In these 
quick revolving lights thé place of the light is not 
practically lost in the short intervals of darkness ; 
the eye sweeping deliberately along the horizon, 
with or without the aid of a binocular, to “pick up 
the light,” passes over less than the breadth of its 


_own field of view in the period of the light, and 


thus picks it up almost as surely and quickly as if it 
were a fixed light. And so in respect to compass 
bearings, whether taken roughly and quickly by in- 
spection or more accurately by azimuth compass, 
the bearing of the ten-second or quicker revolving 
lights is taken almost as easily and accurately as if 
the light were continuous, But what a contrast 
this is to the case of the ordinary minute-period re- 
volving light! or even the half-minute period, to 
which some formerly slower lights have been 
quickened. We had before us during our cruise in 
the Northampton excellent and interesting specimens 
of lights of these two periods in the Start and the 
Wolf. The Wolf, a half-minute light, is interesting 
particularly as showing red and white flashes alter- 
nately, with a very perfect equalisation of intensity 
of the two flashes, which is quite a triumph of 
optical science and skill. We had excellent oppor- 
tunities of watching and studying these lights in 
clear weather and circumstances altogether free 
from navigational anxiety on board the Vorthampion; 
but I remember well at least two previous occasions 
when (navigating myself) I felt | me difficulty in 
picking up the Start on account of its 54 seconds of 
extinction and its niggardly six seconds of visibility. 
In the Northampton we had ample opportunities of 
comparing the Eddystone (fixed light) with the 
Start in respect to ease of taking their compass 
bearings. The great contrast between them in this 
respects renders the Eddystone practically a much 
more valuable aid to navigation than the Start. 
The first picking up of the Eddystone contrasted 
very favourably with our experience in this 
respect of the Wolf. The Eddystone was 
picked up and its compass bearing taken by 
inspection to less than a quarter of a point, 
when the light was so faint on the horizon 
that it could scarcely be seen, or not seen at all 
without a little motion of the eye to refresh its 
sensibility. The Wolf could not be seen at all, or 
if seen for an instant would be lost again for many 
of its reappearances, until it was very much brighter 
than the Eddystone had been when it was effectively 
picked up and used. When the Wolf did come 
well into view, bright enough to let no flash be lost, 
I was agreeably surprised by the ease with which 
its compass bearing could be taken with all needful 
accuracy, and I had almost come to the conclusion 
that the half-minute was quick enough ; but, alas! 
I soon found that the convenient quickness was a 
temporary irregularity, and that when the light 
seemed almost satisfactory in point of speed it was 
making its period more nearly a quarter of a minute 
than half a minute. To ascertain the truth I 


observed the light carefully for 15 periods, writing 
down the hour, minute, and second of the beginning 
and end of each flash. The successive periods, each 
stated in seconds, were 40, 35,27, 38, 32, 32, 32, 30, 
29, 26, 25, 26, 25, 19, 23, of which the least is 19, 
the greatest 40, and the mean 289. The times of 
darkness were 28, 24, 19, 24, 23, 23, 23, 20, 20, 19, 
18, 19, 17, 13, 16, of which the least is 13, the 
greatest 28, and the mean 20°27. This was from 
6.40 to 6.50 on the evening of the 8th of November. 
To find whether the irregularity was only tem- 
porary and exceptional, I observed again on 
the following evening, commencing this time a few 
minutes after 10 o'clock, and observing 24 periods 
successively, with the following results: 22, 22, 
21, 25, 22, 28, 24, 28, 22, 30, 33, 29, 20, 26, 20, 22, 
20, 21, 20, 22, 19, 27, 23, 24, of which the least is 
19, the greatest 34, and the mean 23°7. It is clear 
that the Wolf light wants a good centrifugal gover- 
nor. The distinctive value of a definite period in a 
revolving light is almost annulled by such irre- 
gularities as these. In fact, a serious case of mis- 
taking the Wolf for the St. Agnes (Scilly Islands), 
a minute-light, has been reported. The mistake 


was attributed to the Wolf having been seemingly 
|- converted from a half-minute to a minute-light by 


its white flashes being lost, because, with equal 
effective intensity at a short distance, the white 
light is less effectively intense through a great dis- 
tance of hazy air than the red light. But it is quite 
possible that the mistake may have been due to the 
Wolf mechanism having had a fit of extra slowness 
on the occasion. dcan myself testify to a case in 
which it was ae impossible to distinguish re- 
volving lights by their periods. In 1877, sailing 
along the Spanish coast bound for Vigo, I had for 
an hour or two three revolving lights all in sight at 
the same time: Salvora Island, “white, with red 
flash two minutes ;” Ons, Pontevedra Bay, 
“white, with flash every two minutes ;” and Bay- 
ona, or Cies Islands (in the mouth of Vigo Bay), 
“ white, with flash every minute.” It was absolutely 
impossible to distinguish the three lights according 
to the description of them, quoted as above, from 
the Admiralty “List of Lights.” The red flash of 
the Salvora light was not perceptibly different from 
the white flashes of the two others, and as to periods, 


the Salvora and Ons lights, each professedly of two: 


minutes, did not differ sensibly from the Bayona 
light, which this time kept almost’ correctly to its 
one-minute period. But in later editions of the 
Admiralty “List of Lights,” I see a warning of 
irregularity in respect to this same Bayona light, to- 
the effect that in September, 1872, Capt: Brandreth, 
R.N., in Her Majesty’s ship Lord Warden, observed: 
it to flash every half-minute. 

“Except in one unimportant case—the Dun- 
geness Low Light, which flashes every five seconds 
—all the revolving lights of the English Channel 
are too slow, and it would be an unspeakable im- 
provement if, with that exception, every one of 
them had its speed sextupled. There is no me- 
chanical difficulty in the way of doing this. 
Generally the same mechanism would suffice with 
a mere change of adjustment of the governor; but 
the lightkeeper would have to wind up the weight 
oftener or longer. Then, instead of the two- 
minutes period of the Beachy Head Light with its 
minute and three-quarters of extinction, we should 


| 

| 

| 
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lave a 20-seconds period, and the invisibility only 
15 seconds. The Start and the St. Agnes would 
then give a flash every 10 seconds, and the Wolf 
a flash every five seconds, which is the same as 
‘Buchan Ness, the Rhynns of Islav, and the little 
Ross, on the Scottish coast, undoubtedly the three 
best revolving lights in the world. at an un- 
speakable improvement this would be to the lighting 
of the Engish Channel! The triple-flash light of 
the Royal Sovereign Shoals Lightship is at present 


_very admirable, and to a patient enough observer, 


with time enough to spare, it is thoroughly dis- 
tinctive. But the 37 seconds of darkness is a 
serious defect of that light, and the slowness of the 
three flashes, occupying the remaining 23 seconds 
of the pres is an altogether unnecessary dero- 
gation from the distinctiveness of character which 
gr speed would give them. Three short 

ashes in three or four seconds, with an interval of 
six seconds of darkness, would have an instantly 
recognisable rhythm (letter S of the Morse flashing 
alphabet) ; and, when once described, the light 
would be known to be what it is and nothing else, 
even before the completion of two of its 10-seconds 
periods. 

“Revolving lights are, however, but a small 
- minority of all the lighthouses of the world. Ofthe 
623 lights of the British and Irish coasts, just 110 
are revolving lights, and the remaining 513 are 
fixed, and there is a crying want of distinction for 
fixed lights. The distinction by colour alone ought 
to be prohibited for all lighthouse lights, on ac- 
count of its liability to confusion with.ships’ and 
steamers’ side-lights. Southsea Castle, with its red 
and green port and starboard side-lights, seems as 
if actually planned to lure on to destruction an 
pea enn enemy carefully approaching the coast 

| homas Graÿs 


“with happy rule well impressed on 
| ‘* «Green to , and red to red, 
Perfect safety, go ahead.’ 


He does so, and is wrecked on Southsea beach. 
“My proposal for supplying the want is to dis- 
tinguish every fixed light by a rapid group of two 
or three dot-dash ‘eclipses, the shorter, or dot, of 
about half a second duration, and the dash three 
times as long as the dot, with intervals of light of 
about half a second between the eclipses of the 
group, and of five or six secondsbetween the groups, 
so that in no case should. the period be more than 
ten or twelve seconds. .This proposal. has been 
carried into effect with perfect success in Holywood 
Bank Light, Belfast Lough, now the leading light 
for ships entering the Lough, but which until 1874 
was enclosed in a red glass lantern and was only 
visible five miles, and was constantly liable. to be 
mistaken for a sailing vessel’s port-side light enter- 


ing or leaving the harbour of Belfast, or the crowded | 


anchorage of Whitehouse Roads. In 1874 the red 
glass was removed, and the fight was marked by 
dot, dot, dash (— — ——, or letter. U), repeated 
_every ten or twelve seconds, and has been:so ever 
since. It is now recognised with absolute certainty 
practically as. soon as seen in ordinary weather from 
the mouth of the Lough, ten miles off, and has 
proved most serviceable as leading light for ships 
bound for Belfast or entering the Lough. 

“Tt is much to be desired that the dot-dash system 


should be seriously considered by the lighthouse . 


authorities of-our islands, .Hitherto, when. atten- 
tion has been called to it, it has been dismissed with 
a pleasantry, ‘Winking lights won't do, or. else 
something gave: different has been gravely, con- 
sidered and justly. condemned., It is satisfactory 
now to know that the Deputy Master of the Trinity 
Board, Sir Richard Collinson, K.C.B., has, after its 
character was correctly put before him by. the recent 
Select Committee of the House of Commons on 
Electric Lighting, given it his approval in the con- 
cluding answers of his evidence. | 
“Is it too much to hope that when the new 
Eddystone Lighthouse is finished the light shall not 
be, as hitherto, an undistinguished fixed. light, 
but a fixed light distinguished by a group. of 
dot-dash eclipses — such as dot, dash, - dot 
— — letter R)—which is particularly 
easily distinguished by its rhythmical character ; 
and that the Needles Light, which shows red over a 
great area of sea south of it and, when - undis- 
tinguished, as at present, is liable to be incon- 
veniently and even. dangerously mistaken for a 
ship’s port-side light, shall have a distinctive dash, 
dot — or letter N)* given to it, which, 
whether in its red or on its white sectors, will in- 
stantly show it to be itself and no other light,at sea 
or on shore? The five years’ practical demonstra- 
tion of the dot-dash system in Belfast Lough ought 
surely to weigh with the authorities. The introduc- 


tion of a well-proved remedy for an admitted defect 


of our lighthouse system should not, need . that 
advocacy which moved the.unjust judge, and the 
seafaring world should not suffer the delay in gain- 
ing a great benefit which ne strict folowing of 
that judge’s precedent would entail. _., | 
“ I remain, your obedient servant, 
WILLIAM THOMSON. 
“ The University, Glasgow.” 


HOWELL'S BATTERIES.° 


“By C: F, HOCKIN. 


HAvInG lately tested several of these elements, I 
think the results may be interesting to some of 


| voa readers, particularly as the cell in question is, 


believe, a very good one, and has a higher electro- 
motive force than any cell with which I am 

he plates are zinc and carbon. sy 

A cylindrical glazed porcelain vessel, about 64 
inches high and 54 inches in diameter, contains a 
smaller cylinder 6} inches high and 24 inches in 
diameter, of the same material, which is Open at both 
ends and has four longitudinal slots in its walls. 

The smaller cylinder stands with its axis vertical 
in the larger vessel. —— | | 

In the space between the inner wall of the larger 
cylinder and the small cylinder (called the separator) 
is placed first a rod of carbon, on to which is fitted a 
terminal. 

Around this block is a mass of broken carbon and 
peroxide of manganese, filling the clear space 
described to within about 14 inches of the top of 
the cylinder. On the top of the mass is plaçed a 


layer of white manganese or native sulphate of 


* An illustrated description of this battery was given in our 
last number.— Ep. TEL. Jour. | 


— 
— 


- ] 
| 
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manganese. The whole is kept in place by pourin 
hot pitch over it to the level of the top of the vessel. 

Within the separator stands a cylindrical porous 

64 inches high and 11 inches in diameter, contain- 
ing the electro-positive electrode, viz., amalgamated 
zinc with some free mercury. 

The solution in which the zinc is placed is made 
by dissolvmg 25 grammes crystals of sulphate of 
ammonia in one litre of water, or say, a 24 per cent. 
solution. 

The electro-negative element is in dilute sulphuric 
acid, one part acid to four parts water. 

Several cells were tried. 

. First.—Five cells, Nos. 1 to 5, made and set up as 
described. | | 

Second.—Two cells, Nos. 6 and 7, similar to the 
first, but in which the sulphate of manganese was 
 omitted. | 
_ Third.—Five cells, Nos. 8 to 12, similar to Nos. 
1 to 5, but in which an impure sample of manganese 
‘had been used. The results from these cells are 
given only to show the importance of purity in the 

ae with the electro-negative element of any 
cell. 
Lastly.—Four ordinary Leclanché cells (Silver- 
town pattern, No. 2) were filled with the following 
solutions :— 
= No. 13. Dilute sulphuric acid, 250 grammes water 
and 12} grammes acid. a 

No. 14. Same as above, with 6} grammes of sul- 

phate ofammonia. = | 
No: 15. 250 grammes water with 64 grammes 
of sulphate of ammonia dissolved in it. 

No. 16. 250 grammes water with 64 grammes of 
chloride of ammonium dissolved in it (the normal 
Leclanché battery). 


No. 1...2°146| No, 6...2*r119| No. 8...2°*r12| No. 13...1°917 

11...2"033| »,. 16...1°547 
. 5...2°230 »» 13...1 "004! 


_ From these values it appears that a Howell's cell 
_ has an électro-motive force exceeding that of even 

a Groves cell (1°94 volts, Electrical Formule, 
Clark and Sabine, p. 97) by nearly 10 per cent., and 
exceeding that of an ordi Leclanché cell filled 
with dilute sulphuric acid by 12 per cent., showing 
that, as might be expected, the electro-motive force 
is increased by the-use of two liquids, one for the 


electro-positive plate, the other for the electro- 
negative. 
The variation in the electro-motive force found 
between different cells of the same pattern was 
almost. wholly due to-the electro-negative plate, for 
the result was the same whether the same plate of 
zinc was used for all the cells, or each cell had its 
own plate. | 
The cells Nos. 8 to 12 do not show any distinct 
variation in electro-motive force due to the strength 
of the acid solution used, the irregularity in the 
values is due to the impurity of the manganese. 


.* In these cells the strength of the acid solution was as follows : 
No. 8, 5 per cent. acid ; No. 9, ro per cent. ditto; No. 10, 15 per 
cent, ditto; No, 11, 20 per cent. ditto ; No. x12, 25 per cent, ditto, 


Nos. 15 and 16 show that the presence of free acid, 
and not the nature of the salt of ammonia used, 
determines the high electro-motive force of the cell. 
- The resistance of the cells 1 to 12 averaged, when 
first set up, 5°7 ohms each. 

To determine the work that could be obtained 
from the cells, Nos. 1 to 7 were allowed to run through 
an external resistance of 1,000 ohms, corresponding 
to a total resistance of 147 ohms per cell, for 16 days, 
from October 23rd to November 8th, without the 
circuit being at any time broken, and the effective 
electro-motive force was observed from time to 
time. 

By the effective electro-motive force is meant the 
electro-motive force between the ends of the ex- 
ternal resistance, measured while the current was 
flowing, or, the electro-motive force available for 


maintaining the current in the circuit. The results 
are in volts. | 
A 
Date. of Date. of 
Series Cell, Series. Il 
Oct. 23 ...... 14°99 2°06 | Nov. 1°93 
28 ...000 TTT 13°29 ...... 1°90 
BE 13°58 ...... 1°94 


Showing an average loss in electro-motive force of 
only.o°6 per cent. per day during 16 days, and an 
average available electro-motive force of 1°96 volts 
per cell, the battery working through a total resist- 
ance of 147 ohms per cell, or about 13 miles of No. 6 
iron wire. | 1) | 
The electro-motive force of each separate cell is 
given for certain dates. | 


Per- 
Date and E. M. F. of Cell. 
M.F 

Oct. 23. | Oct. 24. | Oct. 30. | Nov. 4. | Nov. 8. | 

I 2°065 | 2‘061 | 2.027 | 2°056 | 2°068 | — o'r 
2 | 2°069 | 2°074 | 2°086 | 2'069 | 2067 | + O'1 
3.| 2°085 | 2°079 | 2‘o4r | 2°004 | 2'022 | + 3 
4 | 2°073 | 2°042 | 1°965 | 1°843 | 1°727 | + 16°7 
| 27048 | 1‘923: | 1°673 | 1°466 | 1°397 | + 32" 
6 | 2°038 | 1°931 | | 1°933 | 1°842 | + 
7 | 2009 | 1°785 | 1°751 | 2°030 | 1943 | + 3'o 


From these values it appears that the electro- 
motive force of the cells at starting was fairly 
uniform, the cells with white manganese having 
rather a higher electro-motive force than those 
without it. | 

After working through 147 ohms per cell for 16 
days the results were not so uniform, Cells 1 to 3 
had lost very little in electro-motive force and had 
contributed a nearly uniform quota to the whole 
current traversing the circuit throughout the time. 

Cells 4 and 5 had diminished considerably in 

wer. 

Nos. 6 and 7, which were set up without the white 
manganese, had lost on the average about 6 per 
cent. in electro-motive force at the end of the 
time, but had varied considerably during the time. 

The cause of irregularities in cells of the same 
pattern was, probably, impurity in the manganese. 


— 
| 
| 
| 
| 
e weights given are of the crystalline salts. 
When first set up, and before any current had 

| passed through.them,the-electro-motive force of | | 
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Cells 8 to 12, filled with impure manganese, were 
treated as follows :— 

First, they were short-circuited for 24 hours, 
through an external resistance of 30 ohms, or a total 
resistance of about 12 ohms per cell; after 24 hours 
the electro-motive force fell to 3° 06 volts, or an 
average of only 0°6 volts per cell. 

After the circuit had been broken the electro- 
motive force rapidly increased ; in ten minutes the 


values were as below :— 

e And after 24 hours. 

Volts. Volts. 

No. 8 … 31°638 No. 8 ... r‘870 

» 1'O19 » 10 ... 1°690 

» II 1°597 vo IT ee 

“28 1°408 »» 12 1°977 

Total 7°355 Total 9°454 


A little more acid was then added to each cell, to 
fill them to the proper height, and the cells were 
allowed to run through an external resistance of 
500 ohms, or a total resistance of 106 ohms per cell 
for 17 days. The electro-motive force varied as 


given below: — 
Volts. ' Volts. 
October 22nd ... 9°45 November rst 5°79 
» 7S grd ... 4°87 
24th 7°62 4th ... 4°76 
» : 6°72 th ... 4°42 
gist 6°36 ws, 
os 


In 17 days, therefore, the cells had fallen to an 
average electro-motive force of only 0°83 volts, or 
about that ofa Minotto’s. cell, showing the great 
-effect of the me ooo § in the electro-negative plate. 

Lastly, the four Leclanché cells, Nos. 13 to 16, 
were allowed to run through an external resistance 
of 100 ohms, or a total resistance of 38 ohms per 
cell for 24 hours ; after this time the results were 
as follows :— 


Original E.M.F. E.M.F. after 
24 hours work. 
No. of Cell, Volts. olts. 
14 1°917 ove 1°338 
0°059 
0°444 


The cells without acid had, therefüre, lost their 
-electro-motive force, while those with acid had fallen 
.to about 0°717 of their original value. 

I think the values that have been given show that 
for many kinds of ordinary telegraphic work 
Howell's batteries are superior to any other in 
common use. 

Whether they will answer for testing purposes, 
that is to say, whether they will maintain when at 
‘rest or when working, through a very high resist- 
-ance, an absolutely uniform electro-motive force not 
‘subject to sudden instantaneous changes, I cannot 
‘say, as the only way to prove this is to observe the 
-cufrent from many cells entering a condenser of 
‘high capacity and very great resistance. It is per- 
‘haps unlikely that an acid battery will fulfil these 
-conditions. 

The use of a rather strong solution of sulphuric 
acid in these batteries will be disadvantageous 
“under some circumstancés, and in such cases the 
ordinary Leclanché will be preferred. 

The maximum electro-motive force to be ob- 

tained by the formation of sulphate of zinc from 


sulphuric acid and zinc is theoretically about 


2°35 volts, and to obtain an electrd-motive force so 
near this as 2 volts under such conditions as are 
commonly met with in telegraphic work is a very 
good result. 

The cell of course is not suited for working 
through a low resistance, and cannot take the place 


of a Groves’ cell, a Bunsen’s cell, or a very large 
Daniell’s cell such as is used for electrolysis. 
The numerical values given in this paper are 


based on the value of a certain Clark’s cell. This 
cell was compared with a Daniell’s cell set up with 
ure materials—a cell similar to a Clark’s element, 
ut in which a certain known solution of sulphate 
of zinc not saturated was used—and with. other 
cells, to prove that it had not altered. 


EDWARDS’ SOUNDER. 


A NEW form of sounder has recently been @@vised 
and patented by Mr. J. R. Edwards, Superintending 
Engineer of Postal Telegraphs, Liverpool. © 

he object of .this invention is to! 


“sounders” to be line 


rm il 


ill Il il 
| 


4 i 
t 
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current, whether double or single, thereby render- 
ing unnecessary the intervention of a relay and 
local battery power, as in the case of the ordinary 
“Morse” sounder, and thus simplifying and econ- 
omising the means of telegraphic communication. 
The instrument is shown in front and side eleva- 
tion by figs. 1 and 2. It consists of a stand carrying a 
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‘long pole of the permanent ma 
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D shaped permanent magnet, one pole being made 
longer than the other and placed ufpermone Below 
this long pole is fixed a single bobbin electro- 
magnet having a soft iron core passing through the 
et, and magnetised 
by it, and made in two parts, the lower part being 


fixed in the bobbin and the upper part capable of 


being adjusted at any required distance from the 
other by a screw, shown at the top of the bobbin, 
carried on a bracket on the long pole of the 
magnet. 

~ Below the shorter pole of the permanent magnet 
and also directly below the top electro-magnet is 
placed another single bobbin electro-magnet, with 


an iron core capable of being adjusted in regard to 
‘its height above the coil by an adjusting screw 


below. It will thus be seen that the iron cores of 
the electro-magnets face each other, with a space 
between them capable of being adjusted at will. 


(| 
¥ 


‘ 


A soft iron armature prolonged at its outer end 
by) a brass bar is hinged or pivotted to the short 
pole of the permanent magnet and magnetised by it ; 
the end of the brass bar, when depressed, strikes 
against the end of an upright brass column, which 
is screwed on to the base of the instrument, the 
latter being hollow so as to give out a good sound. 
=Fhewvarious-connections are of course coupled up 
to thé key and battery, as will be well understood. 

In working the instrument a current passing 
through the coils of the electro-magnets reverses 
the polarity of the core of the upper electro-magnet, 
releasing the armature, which besides falling by its 
own gravity is attracted by the opposite pole of the 
lower electro-magnet, thus striking the top of the 
brass column and producing a sound. 

The lower electro-magnet pole is not affected by 


the permanent magnet, as it is magnetised by the 
line current only when pur © 

No reacting spring to raise the vibrating armature 
is needed, as the permanent magnet magnetising the 
pole or core of the upper electro-magnet raises the 
armature directly the line current is off, and this 
degree of magnetism is regulated as described by 
having the upper core in two parts adjustable to 

each other. 

If the apparatus is worked on the “ double” 
current system then it can be much more delicately 
adjusted, as the reversal can be caused to raise the 
armature to its normal position. 

The instrument when adjusted will give a good 
readable sound when traversed by a current of about 
10 milliwebers (1 Daniell cell through 100 ohms 
resistance). 

A small galvanometer is placed in the front of 
the instrument to indicate whether a current is 
passing or not, should the instrument fail to work. 


SIEMENS’ DIFFERENTIAL ELECTRIC 
LAMP. 


THE general principle of this lamp is shown by 
fig. 1 : g and = indicate the carbons held respec- 
tively in the sockets z and 4, and provided with 
means of feeding as they are consumed. The one 


FIC.I. 
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socket a is attached to one arm c! of a lever pivot- 
ted at d, and having its opposite arm ¢ connected to 
a piece of non-magnetic material uniting a pair of — 
iron cores s, s'.. The core s is free to play up and 
down within a solenoid R, the coil of which is of 
large wire offering small resistance, and forms part 
of the lamp circuit. The core s! is free to play up 
and down within a solenoid T having a coil of 
smaller wire offering greater resistance than the 
coil ofr. The coil of T is in a circuit external to 
_ the lamp, that is to say, joining the conductors L, L!, 
excluding the carbons. When the solenoid R, being 
excited, draws in its core s, the points of the carbons. 
are separated ; when on the other hand the solenoid 
T draws in its core s! the carbons are caused to 
approach each other. As the relative force of the 
two solenoids depends upon the strengths of the 
currents of electricity passing respectively through 
their coils, and as this depends upon the relative 


resistance of their respective circuits,.the one circuit. 
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consisting of the coil T and its connections to the 
main circuit of 1, L!, and the other consisting of the 
coil R, the two carbons, and the arc between them ; 
that portion of the latter which consists of the arc 
being dependent on the distance of the carbons apart, 
this distance will become adjusted automatically 
by the action of the two solenoids, so as practically 
to maintain constant action of the lamp. If, for 
example, the carbons should be too near together a 
larger proportion of the electric current passin 

through the coil R than through the coil T will 
cause superior attraction of the core s, separating 


the carbons, and thereby increasing the resistance 
of the arc between them, and so lessening the 
quantity of electric current that passes through 
. them. If, on the other hand, the carbons should 
be too far apart, then the coil R being less excited 
than the coil T, will exert less attractive force on its 
core s, permitting the other core s! to be drawn into 
its coil, and thus causing an approach of the carbons 
which will lessen the resistance of the arc between 
them, and so permit the passage of a larger propor- 
tion of the current through them ; thus the regula- 
tion of the lamp being dependent only on the resist- 


‘solenoids operating as 


“which is connected by a piece of non-ma 


ance of its voltaic arc, and independent of the 
strength of current, the action of any one lamp in a 
circuit will not affect that of other lamps in the 
same circuit, and consequently a number of such 
a can, by means of this invention, be effectually 
worked in one and the same circuit. Fig.2is a 
vertical section of a lamp with a pair of regulating 
escribed with reference to. 
fig. 1 in combination with one of the arrangements 
for feeding the upper carbon described in. the 
Specification before referred to. In this construc-. 
tion R is the one solenoid having its coil of low 
resistance in the lamp circuit surrounding the core 
s, which is connected to the lever arm c. The other 
solenoid T having its coil of higher resistance in a 
circuit external to the lamp surrounds the core rÉ 
etic 
material to the core s. The lever c is pivotted at 7 
on the fixed framing of the lamp, and carries on its. 
arm c' the slide and rack for the upper carbon, and 
the disengaging gear described in the Specification 
before referred to, which permits the carbon slide 
to descend a little to allow for waste when the 
automatic adjustment effected by the action of the 
solenoids brings the disengaging gear down to a 
fixed stop. To provide for continuation of the 
circuit in cases where a considerable separation of 


the. carbons ‘g, 4, occurs, as when a piece of the. 


carbon breaks off, the following arrangement is. 
adopted :—To the frame A (which is moved up and 
down by the action of the solenoids R and T) is at- 
tached an insulated bracket a, of which a front view 


is shown at fig. 23. On.this bracket is pivotted a 


lever 6 immediately. over two spring contacts /, /, 
connected res vely to the conductors of the 
external circuit. When the frame a descends to 
its full extent the Tever 4, resting on the contacts. 
Z, 7, completes the, external circuit, so that other 
lamps in that circuit may Continue in action, even 
if the one lamp becomes extinguished. When, by 
the approach of the carbons, this lamp again comes 
into action, the lever J.is.raised off the contacts /, /', 
by the ascent of the frame a. 


THE TRANSMISSION OF ‘MOTIVE POWER 
BY ELECTRICITY... 

For some months back Messrs. John Poynter and 
Son ‘have, at the Shaws Water Chemical ‘Works, 
been practically and successfully testing the prac- 


ticability of the transmission of motive ‘power by 
electricity. The machines used aré the well-known 


- Siemens’ Dynamo Electric Machines, the same with. 


which electric lamps are worked, and the liberal 


supply of water from a waterfall behind the works 


put into the hands of the firm a cheap and handy 
driving power. One of these Siemens’ machities ee 
laced in a part of the works quite near this water- _ 
ll, and beside a turbine wheel, while another 


‘machine of the same kind is placed in the engineers’ 


shop, about 150 yards off. ‘These two machines are 
connected with electric wires. Briefly stated, the 
following is the mode of working. The water is 
brought from the fall, and drives the turbine wheel, 
while the first-mentioned electric machine is in turn 
driven from the shafting of the turbine by the 
ordinary means of belting. The electric. power 
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generated in the Siemens’ machine is then trans- 


mitted by means of the wires through the various 


departments of the works to the machine in the 
engineers’ shop. To that machine a belt is attached 
to drive the shafting, and in that way motive power 
is gained in the engineers’ shop, the cooper- 
age, and other parts of the works. For instance, 
the shafting driven by this electrical current from 
the wires attached to the Siemens’ machine drives 
a circular saw in the cooperage, and in the engineers’ 
shop a turning lathe and a vertical boring machine, 
which latter machine we saw penetrating an iron 
late one inch thick with a 3 inch bit. In a word, 
$ the Siemens’ machine placed at the turbine wheel 
e water-power is. converted into electricity, and 
by the other machine in the engineers’ shop the 
electricity is converted into valuable motive power. 
It must be kept in mind that the Messrs. Poynter 
have abundance of steam and water-power. at com- 
mand, and have, as stated above, tried the electric 
ower as an experiment. These two machines can 
urnish from two to three horse-power, and while, 
of course, that is not sufficient for many practical 


purposes, the importance of this successful experi- 
_ment b 


the Messrs. Poynter lies in the untold 
probabilities of motive power which further develop- 


‘ment of the idea may give. The experiment wit- 


nessed by us the other day at the Shaws Water 
Chemical Works is, so far as we know, the first of 
the ‘kind in Scotland, and it only remains to be 


added that the press representatives on visiting the 


works were shown every ‘sata, À and attention by 
Mr. Poynter and his assistants, Messrs. Macdonald 
and Cunningham.—Greenock Herald. 


NEW RESEARCHES ON THE THEORY OF 
MICROPHONE. | 


By Dr. JULIAN OCHOROWICZ. 


II. 


THE fourth class of microphones embraces those 
in which the current itself is produced and varied 
solely by the movements of the microphonic elec- 
trodes ;* these are microphonic batteries. Every 
battery may, under certain conditions, act as a 
microphone; it is only necessary that one of the 
polesbe movable. Two pieces of iron wire plunged 
into plain water, and, brought near each other, give 
indications of microphonic action. Suppose then 
one of the poles of a battery attached to a vibrating 
membrane in the form of a small cone, as shown in 


_ fig. 1, the apex of which dips into the liquid, while 


the other pole is permanently immersed therein. 
The current only exists when the movable pole 


touches the liquid; singing into the tube sets the 
_ membrane in vibration, and the pole, which is then 


one of the microphonic electrodes, dips into the 
liquid, and sets. up chemical action as. many times 
per second as there are vibrations in the note 
sounded. If the pole constantly touches the liquid 
the current is never broken, but varies in intensity 
according to four collateral causes : 


* I call smicrophonic electrodes the two opposed portions of the 
microphone which are united directly or indirectly, 


1. Varying number of points exposed to electro- 
lytic action. 

2. Varying number of points making electrical 
contact. 

3. Varying number of points of resistance of 
liquid stratum. 

4. Varying approximation of the poles. 

But it is evident that these are but four ex- 
pressions of the same thing, namely, the motion of 
one of the microphonic electrodes. 

Ii only remains for us to examine the last class of 
microphones. In all those hitherto known the 
direction of the current remains the same ; but it is 
possible to cause it to vary, and thus to introduce 
one other difference in its phases of action. Figs 2 
and 3 represent the two extreme positions, ex- 
aggerated so as the better to exemplify the change ; 
we see the direction of the current, which is 
brought from the battery by two very fine wires so 
as not to impede the simultaneous vibrations of the 
two vibrators (united, but not in electric contact). 
In reality the two vibrating balls are never com- 
pletely isolated from either of the carbons, but there 
is always a preponderance towards one side or the 
other. This microphone gives excellent results, 
but its construction is rather difficult. I make it 
more sensitive to spoken words by adjusting the 
two vibrators on a membrane in a somewhat more 
complicated manner. 

In this last class then it is the points of contact 
themselves which change, and not merely their 
number. 

To sum up, we may note among all the possible 
forms of microphones : 

1. A mechanical motion of the parts. 

2. A change in the points of conductibility. 

3. A change of resistance. 

And these three essential phenomena result from 
each other. 

I say “ _— of conductibility,” and not of “con- 
tact.” “Contact,” because the first expression em- 
braces at once the points of contact and the route 
traversed by the current in one or the other direc- 
tion. We thus arrive at a general formula. Let us 
now attack the special questions, above all, that of 
pe pretended amplification of sounds by the micro- 
phone. 

It is easy to see that this does not take place. 
All sounds, considered by themselves, ave always 
weakened by the microphone. 

But the microphone is not merely an apparatus 
which transmits sound electrically ; it is more espe- 
cially one which transforms mechanical vibrations 
into sound ; and these may be amplified in this 
transformation. 

Example : the ticking of a watch placed on the 
same plank as a microphone can be distinctly heard, 
although at a distance of six or seven metres. If 
the watch is placed on the base of the microphone 
itself, the sound can be heard all over a room, be- 
cause it acts, not as a moise, but as a mechanical 
vibration. But this same watch becomes incapable 
of affecting the microphone when held in the air at 
a distance of a few millimetres, because then it acts 
only by its zoise. On the other hand, a faint breath 
of air, though making scarcely any noise, gives the 


_ effect of wind. | 


The weakening of articulate sounds is greater as 


the sounds are more intense, so that the faintest 
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‘sounds experience the least weakening. Simple 
musical sounds, accompanied by a mechanical 
vibration relatively great (for example, the current 
of air emitted from the mouth in singing or whist- 
ling), may be somewhat amplified by the micro- 
phone, which “ makes and breaks,” but this amplifi- 
cation only takes place when the sounds are feeble. 
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FIG. 3. 


Mechanical vibrations, although unaccompanied 
by sound, are always transformed into sound, and 
this increases in intensity. in proportion as the 
amplitude tends to interrupt the current. This 
interruption accomplished the augmentation at once 


«ceases to show itself. A blast of air will act no 
more strongly than a breath, inasmuch as the latter 


< 


the 


to hold up an ordin 


is strong enough to produce a momentary but com- 
lete rupture of the current. There are two limits 
betwen which are comprised all the laws of micro- 
phonic phenomena : the inferior limit, where there 
is a minimum of mechanical vibration and in which 
a variation of contact is only just realised, and the 
superior limit, in which the vibration breaks the 
current, independently of the energy of such vibra- 
tion. Beyond these there is neither amplification 
nor even articulation ; but between them the inten- 
sity of sounds is directly proportional to the ener 
of the mechanical vibrations which accompany the 
sonorous waves. And as the vibrations of one or 
more parts of the microphone determine an augmen- 


tation or diminution of the number of points of 


good or bad conductibility we may conclude that— 
The intensity of the sounds is directly proportional 
to the magnitude of the differential changes in the 
resistance of the microphone. ie | 
For the transmission of articulate sounds it is 
necessary that the number of points of contact, the 
variations of this number during the action of the 
apparatus, and the variations of resistance resulting 
erefrom should be very great. This is obtained in 
the second class of microphones by uniting small 
surfaces presenting only one point of contact, or by 
employing bodies of low ao The inter- 
ruption of the current is then only partial and 
undulatory, to use Bell’s expression ; and the greater 
the margin in this interruption or partial reconsti- 
tution the more perfect is the microphone. 


THE MAGNETISM OF A WIRE TRAVERSED 
BY,AN ELECTRIC CURRENT. 
Dr. BARKER has read before the National Academy, 


America, 4 gr detailing the results of 
rag 


variations o o's experiment to prove that a 
wire through which an electric current is passed 
becomes for the time a magnet. This view was 
overthrown by-the-tests- applied by Professor 
Franklin Bache, some fifteen years ago. 

Professor Bache placed a piece of cardboard 
against the wire in such a way as to cut the “ mag- 
netic field” containing thé filings into halves. Im- 


mediately all: the filings dropped. The inference 


was that the wire was not a magnet. The filinigs, it 
was believed, had been held in position before the 
interference of the cardboard in one of two ways : 
either by their magnetic adhesion to each other, or 
by the direct mt of the currents circulating in 
the magnetic field. Dr. Barker has made some 
experiments to disprove these inferences. He 
employed a powerful magneto-electric machine of 
allace pattern at Ansonia, Conn. The energy 
it developed was so enormous that at a distance of 
7 feet an iron bar 5 feet long held opposite it 
would be instantly so charged with electricity as 
ary nail. This current of 
electricity would heat to cherry-redness in a minute 
a +-inch gas-pipe 3 feetlong. Dr. Barker performed 


the “experiment of Arago” with this machine, 


using a copper wire. Copper, being diamagnetic, 
seemed not so likely to become a magnet as iron. 
A 5-inch iron spike was held below and close to this 
wire during the passage of the current. The spike 
was attracted, but not sufficiently to lift it clear. 
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When the spike was touched to, the wire, it imme- 
diately stuck fast at right angles to the wire. But 


when the spike was removed from the wire only the 


thousandth part of an inch, it fell to the floor. This 
showed that the great energy of the magnetism was 
in the wire, and not in the surrounding field. Then 
Dr. Barker had a glass plate prepared with a hole 
through its centre ; the wire was passed through the 
hole, and iron filings sprinkled on the surface of the 
plate. When the current was passed through the 
wire, the filings arranged themselves in concentric 


' circles around it. Further experiment showed, by 


reversing the wire current, that in this magnetic 
field the currents were travelling in circles around 
the wire. Finally, when the iron spike was held by 
the head parallel to the copper wire and near it, the 
re deflected itself out of the perpendicular in the 
iréction in which these currents were passing 
around the wire. Dr. Barker considers that his 
experiments yield conclusive proof that the old view 
correct—that a wire through which a current is 
passing does become for a time a magnet.— Scientific 


American. 


Correspondence. 


JOINT FOR UNDERGROUND. WIRES. 


| To. the Editor of THE TELEGRAPHIC JOURNAL. 

- Dear Sir,—As the usual way of joining gutta- 
rcha covered wire requires great care and attention, 
have devised the following method, which I find to 

be both quick and effective. , 

The two ends of the wires to be joined are bared as 
usual, then a piece of specially prepared india-rubber 
tube three inches long is drawn over one wire beyond 
where the joint is to be made, the two wires are then 
joined in the usual way, and the bit of tube is drawn 


over the joint and bound at each.end with rather fine 
tar cord, the joint is then comp se. 


FREDERICK J. SMITH. 


Exectric CLocks.+- Underground wires for syn- 
chronising a number of clocks by electricity are being 
laid down by the Municipal authorities in Paris; the 


synchronising system to be adopted is, we believe, 
that of Messrs. Lund and Blockley of Pall Mall, 


Tue TELEPHONE IN ÂAMERICA.—On the 1st of 
September, 1877, the first telephone exchange was 
established in Cincinnati; there are now 800 sub- 
scribers on the company’s books; 800 instruments are 
in use, and 3,000 miles of wire on 75 miles of poles 
are required for the working of the system. At the 
Exchange office, where the various subscribers have 
their offices ‘‘switched” through to one another, no 
less than 6,000 “ switchings” take place every day. 


TuHE-.. BELL TELEPHONE.—Professor Bell has ob- 
tained a verdict in his favour from the United States 
Superior Court. By this verdict his patent rights in 
the United States will be protected, and no telephone 
will be permitted to be an unless it bears the name of 
A. Graham Bell. The shares of the National Bell 


Telephone Company, which has bought up all the con- 
flicting rights, and acquired all the telephonic in- 
ventions of Elisha Gray, Edison, and Phelps, are 
quoted at 700 per cent. | 


A New LiGHTNING Rop.—A company in Cincin. 
nati has patented a new system of protection from 
lightning. Unlike the ordinary lightning rod, which is 
designed to convey the electric discharge to earth, the 
new system aims at warding off the lightning. For 
this purpose the rod is pointed at both ends, and runs 
along the ridge of the building it is intended to protect, 
and parallel to the ground. The two ends are turned 
upwards, This rod is supported on large glass insu- 
lators, and has no electrical connection with the ground. 
The theory of this wonderful and ingenious arrange. 
ment is, that the lightning will first be attracted by the 
points, and then dispersed into the air, without harming 
the building. 


THe Exectric LiGHT oN Boarp Suip.—The 
Inman s.s. City of Berlin, which left for New York on 
the sth, has been fitted with Siemens’ Electric Light 
apparatus. By means of the light, the saloon, the 
passenger, and the emigrants’ decks are illuminated. 
Should the trial prove successful it is intended to ex- 
tend the system to other vessels. 


Lorp RAYLEIGH has been elected to succeed the late 
Professor Clerk-Maxwell in the Chair of Experimental. 
Physics in Cambridge University. There was no other 
candidate. The new Professor, then the Hon. J. W. 
Strutt, graduated at Trinity College as Senior Wrangler 
and first Smith’s Prizeman in 1864. He was an addi- 
tional examiner for the Mathematical Tripos in 1876. 


is notified that Sir Edward Watkin has taken the 


Armani of the Western and Brazilian Telegraph 


ompany, in succession to the late Mr. H. Rawson. 


Ir is stated that a direct conversation has been — 
carried on by telephone in America through a distance 
of 2,000 miles, The media were the railroad and 
Western Union Telegraph wires and _  Edison’s 
telephone. One office was at Bethlehem, Pa., and con-. 
nection was made with the Eastern and Amboy wire,. 
and at Perth, Amboy, with a Western Union wire, and! 
thence to Chicago and North Bend, Nebraska, where: 


. the other office was located. 


THE GALVANIC OXIDATION OF GoLp.—Grotthuss, 
says M. Berthelot, in Comptes Rendus, in his classic 
experiments on the decomposition of water by the 
galvanic pile (Annales de Chimie, t. Ixviii., p. 60), 
remarked the solution of a gold wire employed as the 
positive pole in sulphuric acid traversed by the current. 
This interesting fact was pointed out to me by our 
venerated dean, M. Chevreul, who asked me if such an 
effect might not be due to the formation of per- 
sulphuric acid. It was for the purpose of replying to: 
his question that I made the following experiments: I 
first repeated Grotthuss’s experiment, which is precisely 
as he described it. The prune acid (at 10 per cent.). 
becomes yellow, and rapidly dissolves the gold wire. 


The dissolved gold can easily be detected by means of 
stannous chloride. A portiôn is reprecipitated upon. 


the negative pole. 
Nitric acid, under the same conditions, equally 


 attacks the gold, and becomes filled with a violaceous 


precipitate (gold or aurous oxide?), which remains in 
suspension, 


| 
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Dilute phosphoric acid, on the contrary, does not 
appreciably attack gold, even under the influence of the 
alvanic current; nor has potass any greater action. 
hat gold is attacked by sulphuric and nitric acids is not 
due to ozone; for oxygen charged with ozone remains 
without action upon gold in the presence of water, 

whether pure or charged with sulphuric or nitric acid. 
Nor does persulphuric acid (prepared by electrolysis) 
attack gold, even if it contains in addition a portion of 
oxygenated water. ade | 
It follows from these observations that the attacking 


of gold takes place solely from influence of the galvanic- 


current, and at the contact of the electrode with the 
electrolysed liquid. | 


THE PHILOSOPHICAL MAGAZINE for December con- 
tains a very interesting and somewhat lengthy paper on 
“Magneto-Electric induction,” by Frederick Guthrie 
and C. V. Boys, Assoc, Royal School of Mines. 


GLASS-COVERED WIRE.—A patent was taken out in 
America, on June 2oth of this year, for a system of 
coating wires or cables with vitreous material. It con- 
sists in inserting a lining of glass in a trough of sheet- 
iron or other metal, then laying the wires on the said 
lining, next inserting a top layer of glass, and finally 
consolidating the whole by heat or pressure, or both. 


Another patent, dated May 29, relates to drawing 


either the wires or vitreous mass away while the other 
remains stationary, also in passing the said wires 
finally through a suitably shaped die. | 


- MR. Brus, in an article on the Brush machine in 
Van Nostrand’s Engineering Magazine, makes, in con- 
clusion, the following remarks: ‘‘Quite contradictory to 
the spirit of those portions of Mr. Schwendler’s 
report, he (Mr. Schwendler) says in another place: 
‘If more than one light is produced in the same cir- 
cuit by the same current, the external or available light 
becomes rapidly dearer with increase of the number of 
lights produced. For this reason already, if not for 
many others, the division of light must result in an 
engineering failure.’ 
Mr. Schwendler could have overlooked the obvious 
fact that a current representing a given amount of 
energy, and adapted to produce the maximum light 
from one centre, may, by having its dimensions suitably 
altered, i.e., its electro-motive force increased, and its 


volume diminished while its energy remains the same, 


be adapted to produce its maximum light from several 
small centres, instead of from one large one (provided, 
of course, the energy at each centre is not reduced be- 
low the “ certain point ” before defined). Yet he seems 
to have overlooked, or entirely ignored, this fact. 
“The performance of the Ne. 7 Brush machine, with 
its 16 lamps, already detailed, proves unquestionably 
that the division of a large current energy among 
many lights in the same circuit, or, more properly, the 
multiplication of lights on a single circuit has resulted 
in a great engineering success. The votaries of 
the single-light system would advocate, in place 
of the single No. 7 Brush machine, the use of 
sixteen small machines, with their costly system 
of conductors. Hach of these would require as much 
attendance, and involve as much expense for repairs, 
as the single large machine. At least 50 per cent., 
and probably about 100 per cent. more driving power 
would be required to produce sixteen lights of the same 
size, and the first cost of the apparatus would be vastly 
greater. Further, if the lights were required at any 
considerable distance from the source of power the 
single-light system must prove entirely impracticable.” 


ELECTRICITY AND PLANTS.—In a recent paper on 


It seems scarcely possible that» 


the electric phenomena in Dionæa and other irritable’ 
plants, Professor Kunkel does not admit the existence - 
of any electrical tension in the intact tissues of these 
plants, but he concludes that the currents developed 
upd spontaneous movements, and similarly upon arti- 
ficial curvature, are due to movements of the liquid ir: 
the cells, caused by mere contact with the electrodes, 
or by either active or passive movements of the organs. 


A NEW light company has started a subscription in 

ris for £80,000. The system to be adopted is light 

by incandescence, the electricity being generated by an 
improved form of Bunsen battery. : 1 


Mr. GLADSTONE’S SPEECH BY TELEPHONE.—On 
Saturday, November 29th, Mr. Gladstone addressed an- 
audience in the Corn Exchange, Edinburgh; but as the 
enormous room was insufficient to hold the audience 
who flocked to hear the great orator, telephonic com- 
munication. was established with the Oddfellows’ Hall. 
a quarter of a mile distant. In describing the arrange-- 
ment the Daily News correspondent says: “The 
audience distinctly heard the cheering and singing of 
the meeting in the Corn Exchange, and also heard the 
strains of the band. Lord pee et voice was also* 
recognised, and it was gathered that he was saying 
prenant things about Mr. Gladstone.. Next came a 

urst of cheering, the sound of which was suddenly 
stopped, and a long interval of silence followed, varied 
from time to time by the murmur of distant cheers.. 
Then, as suddenly as silence had fallen, there came the 
sound of Mr. Gladstone’s voice, and he was followed 
pretty well through ‘some remarks on corn averages 
and the condition of India.’ All this, which greatly 
mystified the telephonic audience, is capable of easy 
explanation. Observers of Mr. Gladstone’s manners in 
the House of Commons will remember what an im- 
portant part the right honourable gentleman’s hat plays’ 
in his great speeches. He invariably places it on the 
table a little to one side of him, and on the top of it he 
places his notes, which he rapidly shuffles: and’ re- 
arranges as the oration progresses, This afternoon, 
bringing his hat to the table in his accustomed manner, 
he unconsciously planted it right in front of the 
cylinder of the telephone which had been fixed on the 
table, thus, of course, cutting off the means of commu- 
‘ nication. As the speech proceeded he began the re- 
arrangement of the papers, and the movement of the’ 
hat, which latter he finally drew away from the tele- 
phone, and then became audible in another building a 
quarter of a mile off, ‘some remarks on corn averages: 
and the condition of India.’ ” | rer à 


THE Passivity oF IRON.—M. Louis Vareime, who 
has lately studied the phenomena of the passivity of 
iron when™placed in nitric acid, as, for instance, in the. 
Callan battery, concludes that the passivity is due to-a 
film of nitric peroxide which collects on the surface of 
the iron, and thus protects it from further action. | It 
is stated that this film can be observed by examination. 
with the microscope. 


_CLark’s STANDARD C8LL.—The well-known zinc- 
mercury standard cell of Mr. Latimer Clark has been 
tested by M. Pellat, who finds that its electro-motive 
force is not so constant as is generally considered to 
be the case. M. Pellat’s method of proving this result 
is to join up two similar cells in opposition and to 
observe if any difference of potential exists by means of- 
an electrometer. It is stated that a difference equal: 
to ‘oi of a Daniell cell has been found to exist between 
two cells apparently in all respects alike. | 


THe Cape Cagre.—The Telegraph Construction 
and Maintenance Company’s ships Scotia and Kangaroo’ 
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commenced laying a further section of the Cape Cable | 


on December 4th, The Seine with the Australian 
Duplicate Cable arrived at Aden on the 8th. 


MANUFACTURE OF CAST-IRON MaGnets.—M. Carré 
ublishes some details of a process he has just patented 
or manufacturing magnets in cast iron. He melts soft 

metal, very slightly carburetted in crucibles, and runs it 
into moulds, adding from 10 to 15 per cent. of steel 
filings, according to the degree of carburation, to im- 
prove its quality. Good results are also obtained by 
adding to the iron, when melted in the crucible, from 
1 to 1°5 per cent. of nickel and 25 to 30-thousandths 
of copper, or 2 per cent. of tin and 50-thousandths of 
copper. The addition of the copper and tin to the iron 
facilitates tempering it at a comparatively low (cherry- 
red) heat. The quantities of the added metals, 
especially of the tin, can be reduced without detriment 
to the quality of the result by tempering at a higher 
temperature as their proportion is decreased. The 
best result of all is obtained by et | pure cast iron 
at as ri a temperature as can possibly be attained, 
short of reaching a degree of heat which would mis- 
shape the moulded pieces, or expose them to the 
liability of fracture. 


THE Nicxer PLATING Company. — At their 
Birkampton Lane Works, Stockton-on-Tees, this firm 
has just taken some considerable contracts for nickel- 
plating the engine and ship fittings for Her Majesty’s 
steamers. The company do very large quantities of 
this class of work by a special and patented process.— 
Iron. 


_ THE LEEDS CHAMBER OF COMMERCE has appointed 
a committee to consider the charges made in England 
and, America with regard to patents. It was stated 
that, whereas in England the cost of a patent amounted 
in thelong run to nearly £200, the expense in America 
was only £12. 


Ir is rumoured that the Postal Telegraph authorities 
have laid “an information” against ‘‘ The Edison 
Telephone Company” of London, for infringement of 
their Act of Parliament. It is also stated the infringe- 
ment is by reason of the company having accepted 
collect messages. 


Dr. DE LA RUE has now in progress a battery of 


11,000 cells similar in kind to that with which he ex. 
perimented recently. It is expected that it cannot be 
finished before the spring of next year. 


On Friday, the sth inst., the first part of the sale 
of the stock, plant, and instruments, &c., of the 
British Telegraph Manufactory (Limited), took place 
at the rooms of the auctioneer, Mr. J. C. Stevens, 
No. 38, King Street, Covent Garden. There was a 
good attendance of manufacturers, but the prices gene- 
rally ruled low, in some cases remarkably so. Lot 42. 
—A forty-dial tablet, in mahogany case, sold for 115. 
Lot 43.—A thirty-dial tablet, in mahogany case, 12s. 
Lot 69.—A seven-dial counter, in brass case, to count 
10,000,000, and model wheel and magnet for same, on 
mahogany stand, was knocked down for 55s. Lot 88. 
—A magneto bell-pull, on mahogany show stand, and 
rotary clock-bell alarum, an exceedingly pretty little 
instrument, was sold for 14s. Lot 108.—A large size 
Wheatstone magneto-electric motor clock, for driving 
fifty or sixty sympathetic clocks, in mahogany case, 
ran up to the small sum of only 95s. No. 100, ditto, 
in teak case, 150s. .Amongst the Gramme machines 
we may mention lot 136, small hand machine, with 


four magnets, £5 10s. Lot 137.—Ditto, £6 10s. Lot 
138.—Ditto, with two compound horseshoe magnets, 
£ 10s. Lot 141.—Small steam Gramme light machine, 
without bobbin, £2. This, probably, a year or two ago 
would have been taken in stock at upwards of £go, 
Lot 144.—A large light machine, gives light equal to 
6,000 candles, stated to require 44 horse-power to drive 
it, fetched 46 guineas. This was the machine reported 
on by Professor Tyndall, and mentioned in Hngineer. 
ing about two years ago. In the telegraph depart- 
ment we may mention a Wheatstone A B C indicator 
and switch, 11s.; two coils for duplexing Wheatstone 
A B C instruments, 8s.; eleven single-needle instru- 
ment dials, with magnets and coil, complete, 50s. the 
lot. The second portion of the stock will be sold at 
the same place on Thursday, the 18th inst. | 


TRANSPARENCY OF METALS.— With the aid of elec. 
tricity, films of several metals of such minute thickness 
as to allow light to pass through them can be produced. 
An electric current is passed into a wire of one of the 
metals that extends to a glass tube containing rarefied 
air or gases. The particles of metal that the electric 
current loosens from the wire are deposited on the sides 
of the tube and form a transparent film. The light 
that passes through gold was a very handsome green ; 
silver produced blue; copper, light green; platina, 
bluish grey ; zinc, dark bluish grey ; and iron, brown. 
—Chemiker Zeitung. | 


Mr. ANDERSON’s long promised work on “ Lightning 
Conductors” will be issued in a few days. Messrs. 
Spon & Co., of Charing Cross, are the publishers. We : 
believe this work will prove an able and exhaustive 
treatise on the subject. © 


Proceedings of Societies. 


THE SOCIETY OF TELEGRAPH ENGINEERS. 


At the ordinary general meeting of this society, held 
December 1oth, Lt.-Col. BATEMAN-CHAMPAIN, R.E., 
(President), in the chair, the minutes of the last general 
meeting having been read and confirmed, the Annual 
Report of the Society was read by the Secretary. 

The report stated that 7 foreign members, 8 members, 
43 associates, and 1 student had been added tothe society, 
making a total of 4 honorary members, 157 foreign 
members, 329 members, 506 associates, and 13 students, 
or a total ot 1,019. 4 

The recent losses experienced by the society through 
the deaths of Sir William Fothergill-Cooke, Professor 
Clerk-Maxwell, and Mr. R. S. Brough were alluded to, 
and regret expressed, The recent conference held in 
London was next referred to; its object was the 
revision of the regulations drawn up at the last con- 
ference held at St. Petersburg in 1875. The conference 
commenced June roth and lasted to July 28th. The 
new regulations drawn up were to be in force on and 
after April 1st, 1880 ; the most noticeable feature being 
the charging of messages at per word. The entertain- 
ments given to the delegates were then mentioned, and 
it was explained that the collection of instruments 
exhibited at South Kensington on the occasion of the 
visit of the delegates to that place was intended to 
have been international, but in consequence of short 
notice it was impossible to arrange for foreign apparatus 
to be brought over and exhibited. The arrangement of 
the apparatus was under the management of Professor 
Hughes and Mr. A. Stroh, The contributions to the 
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conference fund, as stated at the last meeting, were 
very satisfactory, and the disposal of the surplus for the 
binding of the Ronald’s library was again alluded to. 
A list of the papers read before the society during the 
year was then given, and Col. Bolton’s paper on ‘‘ The 
Electric Light ” was pointed out as being a particularly 
valuable contribution. The committee on “ Wire 
Guages,” it was stated, had agreed upon their report, 
-and the latter “would before long be issued; it was 
undertaken at the request of the Board of Trade. The 
committee on “ Lightning Conductors,” it was stated, 
would also shortly issue their report. The Ronald’s 
library catalogue was well in hand, and 400 pages of it 
had already been set up in type, and of these 260, up 
to the letter M, were printed ready for use. It was 
stated that the subscriptions for the same were hardly 
as satisfactory as could be wished. The catalogue 
would contain references to 12,000 books and pamphlets. 
‘The binding of the books was being rapidly proceeded 
with, and 300 were already completed; the whole 
number would be ready next session, As one con- 
dition of the library being held by the society was that 
an application should be made for the incorporation of 
the society by Royal charter, it was. satisfactory to 
know that active steps had been taken for this bein 

done. The handsome gift of Dr. C. W. Siemens 9 
$10,000 towards the erection of a suitable building for 


the several scientific societies which met.in the build- | 


ing and elsewhere was mentioned. A committee to 
further the object had been appointed. The courtesy 
of the Institute of Civil Engineers in allowing the use 
of their lecture hall for the meetings of the society was 
pointed out. Some discussions having been raised 
with reference to the widening of the scope of the 
society, it was stated that the question had been taken 
into consideration, and an addition to the title of the 
society would probably be made. It was suggested 
that special evenings for per electrical papers might 
be arranged for. In concluding the report it was stated 
that a large portion of the debts of the society had been 
‘wiped off, but that a large number of subscriptions were 
in arrear, otherwise the whole debt would be cancelled. 

The adoption of the report was proposed by Col. 

4CROSSMAN and seconded by Mr. R. Gray and carried. 

Sir CHARLES BRIGHT next proposed a vote of thanks 
:to the Institution of Civil Engineers for their courtesy 
‘in allowing the meeting of the society to take place in 
their hall. This was seconded by Professor HUGHES, 
and carried unanimously. 

A paper, by Mr. E. MarcH Wess, on “ Operations 
connected with the laying of the new Marseilles-Algiers 
cable,” was then read by the author. 

In June, 1871, the India Rubber, Gutta-Percha, and 
Telegraph Works Company laid a cable between Mar- 
‘seilles and Algiers for the French Government, under 
‘the superintendence of Mr. F. C. Webb, Sir Samuel 
‘Canning, Mr. Herbert Taylor, and M. Ailhaud, engineer 
to the French Government, This cable weighs 14 ton 
per knot for the deep sea portion, and 43 tons per knot 
for the shore ends. ‘The traffic over the line having 
greatly increased, the French Government found that 
another cable was necessary, and this was contracted 
for by the India Rubber frais the specification 


stating that the conductor-resistance was not to exceed 


12 ohms per knot, the inductive capacity not to exceed 
*4 microfarads per knot, and the insulation resistance 
not to be less than 200 megohms per knot at 75° F. 
The weight of the conductor was specified at 106 lbs. 
per knot, and of the gutta-percha dielectric, which was 
to be laid on in three coatings, 139 lbs. per knot. 
The serving of the deep sea portion consists of 15 
No. 13 galvanised iron wires; the weight of the manufac- 
tured cable was 1°50 tons, and the breaking strain 5} 


tons. The intermediate cables were served with ten No. 
6 wires; the breaking strain of the whole being 6 tons, 
and the weight 3°16 tons. The shore end is served 
with 10 No..o wires; the weight of the complete cable 
being 10 tons, and the breaking strain 15 tons. The 
deep sea portion is covered with a serving of tarred 
tape. The galvanising of the iron wires was to stand 
a test of four dippings ih a solution of sulphate of 
copper, consisting of one.pound of sulphate of copper 
to five gallons of water. 

The steamship Dacia, which laid the cable, was pro- 
vided with engines of 170 hôyse-powef, and was fitted 
with four main tanks for the cable; five smaller ones 
for grapnel ropes, spare pieces of cable, &c. There 
are two decks, which was a very convenient arrange- 
ment, as jointing and splicing operations could be made 
always under cover. The dynamometer of the paying- 
out machinery was of the ordinary vertical type. The 
paying-out drum was fitted with engine power for haul- 
ing in when necessary, and was fitted with a powerful 
break. The picking-up gear was worked by a pair of 
50 horse-power engines. The Dacia was, in the first 
instance, fitted up by Sir Charles Bright. 

On the 15th September: the shore end of the cable 
was landed at Agere. This was done by having two 
large pulleys firmly anchored on the shore at some dis- 
tance apart, a hawser being passed from the hauling 
machine on the ship round the two pulleys, and then 
attached to the cable. The ship being anchored, the 
hauling machinery was set running, and the end of the 
cable thus pulled on shore. A reference was made to a 
method adopted in landing a cable on the coast of 
Chili by means of locomotives, which, in the case in 
question, ran on a railway close to the sea shore. The 
cable was lashed to a number of barrels,* which were cut 
loose when the end was on shore, and the cable com- 
menced to be paid out ; this enabled the whole se 209 
to be drawn straight and submerged without kinks. 
The use of .barrels was preferable to boats, which were 
liable to. be—and, in a case mentioned, were actually— 
upset in a heavy surf. The length of the shore end 
is 6°94 knots, and the intermediate cable 2:94 knots ; 
the latter was submerged in 600 fathoms of water. 

The electric light was used on board the ship with the 
greatest possible advantage and success ; two Gramme 
machines were used, driven by 5 horse-power each, 
The Serrin and also the Silvertown hand regulator 
lamps were used, The Thomson sounding apparatus was 
next described, and several novel points and additions 
made in it explained. | 

The shore end at Algiers being laid, the ship 
steamed to Marseilles, taking 93 soundings on the way. 
These soundings were taken in the deepest water in 
from 20 to 30 minutes—10 to 11 soundings, each 10 to 
11 miles distant, were taken every 24 hours. Specimens 
of the ooze in each case were brought up, and these 
were collected by Mr. Preece, who was on board the 
vessel. The deepest soundings were 1,500 fathoms. 
The French Government telegraph ship Charente, which 
assisted, in the operations, was spoken of as being 
particularly well fitted with the necessary appliances. 

On September 28th the shore end of the cable was 
landed at Marseilles. This was a work of great diffi- 
culty as the end of the cabie had to be laid up a small 
stream to the cable hut, a distance of about a quarter of 
a mile, a low bridge having to be passed under on the 
way. Three boats were used for the purpose, At 
Marseilles 9'04 miles of shore end were laid, and 5°02 
of intermediate cable. 

On September 29th the laying of the deep sea por- 
tion was commenced towards Algiers. The ‘‘ holding 


* A full illustrated description of this method of landing cables 
was given in the number of the JOURNAL for May 15th, 1877. 
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back” gear used-in paying out, which was of very 
simple construction, was explained. | 


r. Wess then mentioned that owing to representa- 
tions by the Postal Telegraph Department of the Post 
Office, the Board of Trade had issued some important 
regulations with reference to signals to be carried by 
telegraph vessels. Three red lights in place of the 
ordinary white light being used by night, and three balls, 
2 feet in diameter, hoisted at the foremast by day ; those 
signals indicating that the ship was not under control. 
These régulations were to come into force on September 
1st, 1880. | 

The clockwork testing arrangements in use in the 
testing hut during the paying out were next explained. 

: On October 2nd the buoyed end of the intermediate 
cable was reached, and in hauling the latter on board 
the chain holding it gave way, and the end was lost 
and had to be grappled for ; in doing this, owing to the 
rocks on the bottom, great difficulty was experienced, 
and finally in completing the operation about one-third 
of the intermediate cable was lost. The old cable 
which was broken was grappled for by the Charente, 
and repaired October 11th. The old cable when raised 
to the surface was found to be in perfect condition, the 
galvanising of the protecting wires being quite bright. 

In conclusion, Mr. Wess expressed his obligation to 
the India Rubber Company, for the use of the various 
plans exhibited. pelt 

In the discussion which followed the reading of this 
most interesting and well-written paper— 

Co. CrossMAN said that, being on board the Dacia 

as a guest, he could testify to the admirable way in which 
the whole operations were conducted, and to the skill 
of the engineers carrying out the work. He spoke in 
high terms of the value of the electric light, and of the 
sounding apparatus employed. 
Mr. F. C. Wess drew attention to the ingenious 
automatic balancing weight attached to the sounding 
drum. ‘In referring to the “ holding back” gear, he pointed 
out that it replaced the old jockey-wheel apparatus 
ren employed, in which as many. as seven wheels 

ad been employed on board the Great Eastern. A 

clock testing arrangement, he stated, had been em- 
ployed by him when laying the Hague cable. The 
arrangement being, that the clock put a current on the 
cable for a quarter of an hour, then insulated the cable 
for a quarter of an hour, and finally put it to earth for 
a quarter of an hour. A clock arrangement was also 
used in the laying of the old Red Sea cable, and on the 
Persian Gulf cable Messrs. Latimer Clark and Laws 
used a clock in connection with a condenser. 
- SIR CHARLES BRriGHr stated that the “ holding back ” 
gear used on board the Dacia was designed by him, and 
manufactured for the first time in 1871, at Jamaica. 
This gear was far preferable to the jockey-pulleys 
working in V wheels, as the compound on the cable 
was liable to stick in the latter. The Dacia was built 
at Sunderland, in 1869, and was afterwards lengthened 
under his direction. The tanks were built at Sunder- 
land ; the engines were built by Messrs. Easton and 
Anderson. ‘The whole machinery, he stated, was the 
best yet designed. The clock testing apparatus was 
used by Henley, in 1860. In conclusion, Sir CHARLES 
congratulated Mr. R. Gray and Mr. Webb upon the 
work they had so ably carried out. 

Mr. F. C. WEBB stated in reply to Srr CHARLES 
Bricut that the ‘holding back” gear was in reality 
designed by Mr. Matthew Gray. 

Mr. PREECE said that in his opinion the landing of 
shore ends by barrels was not always the best method 
to be adopted, and that other methods were equally as 
good. He spoke strongly of the value of the electric 
light on the ship. 3 


The importance of numerous soundings being taken 
on the proposed route of the cable he insisted very 
strongly upon. He had urged this necessity since 1860, 
In his opinion no cable had been yet laid which had 
had sufficient soundings taken for it. He then drew 
attention to the form of sounding weight employed, 
which had a butterfly valve at the base which enabled: 
the ooze at the bottom of the sea to be brought to the 
surface. Samples of these would be brought before the 
Society if the examination of them proved that suffi. 
cient interest was attached to them. 

In conclusion, Mr. PREECE proposed a vote of thanks 
to Mr. Wess for his interesting paper, which was 
seconded by Mr. WILLOUGHBY SMITH. 

The result of the ballot for the council for the en.. 
suing year was then announced, the result ‘being as. 
follows :— 

President—W. H. Preece, M.I.C.E. Past Presi. 
dents—Lieut.-Colonel J. U. Bateman-Champain, R.E.; 
Charles William Siemens, F.R.S., D.C.L.; Prof. Abel, 
C.B., F.R.S.; C. V. Walker, F.R.S.; Latimer Clark, 
C.E.; Sir William Thomson, F.R.S., LL.D.; Frank 
Ives Scudamore, C.B. Vice Presidents—Prof. G. C. 


Foster, F.R S.; Carl Siemens, M.I.C.E.; Major C. E. 


Webber, R.E.; Willoughby Smith. Hon. Treasurer— 
Edward Graves. Hon. Secretary—Lieut.-Col. Frank 
Bolton. Council (Members remaining in office)—Prof. 
W. G. Adams, F.R.S.; W. A. Andrews; William T. 
Ansell; Sir Charles Bright; H. G. Erichsen; Colonel 
Glover, R.E.; Charles Hockin, M.A., C.E.; Louis 
Loeffler; C. E. Spagnoletti, M.I.C.E. New Members— 
Prof. D. E. Hughes; Augustus Stroh; C. F. Varley, 
F.R.S. Associate Members of Council—Alexander 
Adams; Captain Macgregor Greer, R.E.; J. T. Hill. 
The meeting was then adjourned till Jan. 28th, 1880. 


THE INSTITUTION OF CIVIL ENGINEERS. 


At the second meeting of the Session, held on the 
18th of November, Mr. W. H. Bartow, F.R.S., Vice- 
President, in the chair, the paper read was on “ Tunnel 
Outlets from Storage Reservoirs,” by Mr. C. J. Woop, 
M. Inst. C.E. | 

The subject was divided into the consideration of 
culverts in a direct line through an embankment, and 
tunnels round the end of the embankment as a distinct 
work, The author stated that the practice of laying 
pipes through an embankment, governed by valves at 
the foot of the outer slope, was reprehensible, and had 
been abandoned for a culvert of masonry or brickwork, 
in which the supply pipes were laid. This method was 
not satisfactory, because of the settlement of the earth- 
work, and the subsidence of the puddle. In crossing 
the puddle trench, a stone or brickwork pillar had 
sometimes been used to remedy this difficulty with 
partial success, and in other cases, a “slip joint” had 
been made of the portion of the culvert crossing the 
trench, to allow a slight vertical movement. The ad- 
vantages of a culvert through the embankment were 
speed, economy, and the building of the culvert in 
daylight; the author believed it best to drive a tunnel 
round or under the end of the embankment in the solid 
rock as a separate work, the tunnel to be lined with 
stoné, brick, or cast-iron segments backed with con- 
crete. The expense was in favour of the culvert. 
directly through the embankment. The draw-off 
valves are now frequently at the bottom of a valve-pit 
built on the inside of the puddle trench in the embank- 
ment ; they are sometimes placed at the foot of the 
inner slope; it had a sloping face, and was worked by 
rods up the inside slope. A culvert terminating in 2 
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valve-tower of masonry or iron was the best plan, the 
valves being in duplicate, one set inside, the other out- 
side, the tower. The author advocated the tunnel 
clear of the embankment and valve-tower as the best 
and safest, if more costly, plan. 

Some remarks followed on the works for the supply 
of water to Bradford, Yorkshire, which was obtained 
from three districts, viz., Oxenhope, Manywell Springs, 
and the Skipton district. The Stubden Reservoir had 
been abandoned in favour of a tunnel lined with cast- 
iron plates backed with concrete, terminating in a 
cast-iron valve-tower, erected from the design and 
under the superintendance of Mr. A. R. Binnie, M. 
Inst. C.E. This was to mend a leakage which had 
taken place. 

The Leeming Compensation Reservoir for mill 
owners had been seriously fractured by the subsidence 
of the bank, which was mostly on a clay founda- 
tion, and it was considered unsafe to fill the reservoir, 
On the suggestion of Mr. Rawlinson, C.B., M. Inst. 
C.E.,and of Mr. Binnie, on the latter taking charge of 
the Bradford Corporation Waterworks, the old culvert 
was abandoned, and a new tunnel was substituted, 
similar to the one at Stubden. The original culvert 
was afterwards filled on the inside with concrete. _ 

In the case of the Leeshaw Reservoir, which was in 
course of construction, on Mr. Rawlinson’s inspection, 
it was resolved to abandon the culvert already cracked, 
and to substitute a tunnel outlet and valve-tower of 
cast iron, similar to those at Leeming and Stubden ; 
this had been successfully done, the reservoir filled, and 
the work had since proved most satisfactory. In two 
of the above cases the culverts were so damaged as to 
be a strong argument in favour of tunnel outlets 
distinct from the embankment. , 

The remainder of the paper explained the form and 
construction of the type of cast-iron tunnel outlet and 
valve-tower used in these works. These valve-towers 
had proved successful wherever erected. Mr, Binnie 


was the engineer for carrying out the works, the 


author being the resident engineer. | 


Ar the fourth meeting of the Session, held on the 2nd 


of December, Mr. BATEMAN, F.R.S., President, in the — 


chair, the paper read was on “ The Passenger Steamers 
of the Thames, the Mersey, and the Clyde,” by Mr. W. 
‘Carson, M. Inst. C.E. 

It was stated that the bulk of the traffic by light 
draught passenger steamers in Great Britain was 
carried on these rivers, and that each port had adopted 
a practice independent of the experience of the others. 
On the Thames above-bridge, small vessels of light 
draught, moderate speed, great steerage power, and 
well under engine control, were used, but at the expense 
of strength of build. On the Thames below-bridge, 
high speed and large carrying power led to the employ- 
ment of long vessels. At Liverpool, the vessels were 
of heavier build, short length in proportion to beam, 
rand great steerage power. On the Clyde the traffic 
‘somewhat resembled that of the lower Thames, but the 
river was more sluggish and there was less competition 
iby land. Under these circumstances the vessels were 
‘superior in passenger accommodation, in power, and 
in the steering arrangements. 

Some of the latest examples of the vessels employed 
in these three river-services were then described. The 
chief peculiarity of the ferry boats of the Mersey was 
that they had the bow and stern alike, with a rudder at 
each end. 

It was next observed that river craft being engaged 
within smooth or partially smooth water limits, need 
not be so strongly built as sea-going vessels. The 
severest strains to river craft probably arose from their 


engine power, from the concentration of heavy 
machinery in the centres of the vessels, and from the 
weights of the fine ends which did not provide dis- 
placement to carry themselves. In considering their 
ultimate strength, it was pointed out that, from the 
long and stormy voyages which many river steamers 
had performed—work so far beyond that for which they 
had been designed—their perfect sea-worthiness for 
their proper duty was beyond question. From collision 
alone need danger be apprehended, and its results 
anticipated in their design. The precautions against 
this latter danger were stated to be: (1) effective 
division by bulkheads; (2) defence, especially for cross. 
river traffic, by overhanging sponsons; (3) perfect 
engine and steerage control. The steering ought to be 
performed by steam or water power in the larger 
vessels, with telegraphic communication in every case 
between the bridge and the engine-room. It was 
further suggested that an effective bulkhead division 
ought to be compulsory, and it would not be unreason- 
able to require that all seats should be fitted loose, and 
made buoyant, on vessels which carried so great. an 
amount of human life in proportion to their tonna 

as to render any adequate provisiôn of boats impossible. 


Rebieto. 


Electro-Plating. A Practical Handbook, 
the Practice of Electrotyping. W. 
es C.E. London : Crosby, kwood 

Co. 


THE literature dealing with the subject of electro- 
plating and the processes allied to it is by no means 
so abundant but that there is ample room for the 
class of book written by Mr. Urquhart. Workin 
directions on the art applicable to amateurs as we 
as professionals are much wanted, and the book in 
question goes a long way towards: supplying this 
want. In a book of 200 pages, well printed and 
illustrated, Mr. Urquhart has certainly given a large 
amount of thoroughly practical information. . 

It is somewhat unfortunate that the author on the 
first page should have stated that “a current of 
electricity tends to decompose a metallic solution 
into water (the italic are ours) and a metal,” as such 
a statement, coming so early in the work, tends to 
shake one’s confidence in the author’s knowledge of 
chemistry, a knowledge which we should think is 
highly necessary in dealing with the subject of 
electro-plating. On reading further on, however, 
this bad impression wears off, and we see that the 
author is at home in dealing with his subject. 

The preparation of articles, the author points 
out, is a very essential point to be attended to, as 
dirty surfaces are the principal cause of failures. © 

In speaking of batteries, the Daniell, which we 


should think would be as good a form as any for - 


electro-plating, isstated as giving too much trouble 
for rough work, though it is recommended for fine 
work, such as continuous gilding, that is, gilding 
wires drawn regularly through the solution. The 
Fuller’s battery is spoken very highly of, but in a 
list giving the comparative electro-motive forces of 
batteries, it is put down as having an electro-motive 
force of 30, as compared with 100 for a Grove, and 
30 fora Smee. As this table is for the use of work- 
men, it is decidedly misleading. 


: 
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In regulating the force of the current of elec- 
tricity, the usual mode is to immerse the plates of 
the battery more or less in the liquid. It seems 
somewhat strange that a simple rheostat has not 
been used for the purpose.  . 

Although the book contains several slips like 
those pointed out, yet it is undoubtedly a useful 
work, and one which can be recommended. 


Helv Putents—1879. 


4708. “Improvements in, and connected with, 
electric bells; specially designed for signalling from 
the rooms of passenger ships and hotels, and for other 
like purposes.” J, WHiTEe. Dated November 10. 


4718. ‘‘ Apparatus for holding the electrodes for use 
in electric lighting.” W. B. Goprrey. Dated Nov. 
20. 


4785. “An improved electric motor.” T. J. Smiru. 
(Communicated by H. Chameroy.) Dated Novem- 
ber 24. | À 


4796. ‘Electric lighting apparatus.” T. E. GATE- 


. HOUSE. Dated November 25. 


4903. ‘“‘Improvements in. apparatus, and in the 
arrangement of mechanism and parts to facilitate con- 
versation by telephone between persons at distant 

laces.” C. E. SCRIBNER. (Partly communicated by 
G. D. Clark, M. G. Kellogg, and G. B. Scott.) Dated 
November 20. 


- 4916. ‘New or improved compositions for insu- 
lating telegraph wires, cables, or other conductors of 
electricity,” J. C. Mewsurn. , {Communicated by 
J. Heins.) Dated December 1. 
. ‘Electric signals for railways.” J. J. Conx- 

Lin. Dated December 3. | 

4067. ‘‘ Pneumatic and electric signalling or com- 
municating apparatus.” J. and S. CLark. Dated 
December 4. 

4976. ‘Improved means and apparatus for effecting 
telephonic communication.” J. Imray. (Commu- 
nicated by R. G. Brown and J. F. Bailey.) Complete. 


5004. “ Telephones,” : J. Imray. (Communicated 
by J. F. Bailey.) Dated December 6. Complete. 


ABSTRACTS OF PUBLISHED 
SPECIFICATIONS, 1870. 


1531. ‘Apparatus for telephonic and microphonic 
purposes.” JAMES WILLIAM THomas Capett. Dated 
April 18. 6d. Consists of a series of microphones 
on boards or diaphragms, with connecting or coupling 
arrangements, permitting of arrangements being made 
to suit the electric power employed, and also the resist- 
ance of the line wire, telephone, or other receiver or 
receivers, and so forth. 


1622. ‘‘ Improvements in the means employed for 
producing electric light.” RicHarp Comincs THomp- 
son. Dated April 24 2d. Relates to the electrodes 
used in the production of the electric light, and con- 


sists in the employment either in a dry powdered, or in 


a moistened and plastic state, of the carbon or carbon- 
aceous material or composition usually made into. solid 


pencils or sticks of carbon for the purpose. One 


advantage being that the supply of the carbon may thus 
be made practically continuous. (Not proceeded with.) 


2652. “Improvements in electric lamps.” CHARLES 
WILLIAM SIEMENS. (A communication from abroad, 
by Friederich von Refner Alteneck of Berlin.) Dated 
july 1. 6d. Relates toa method of oy, electric 
amps by the counteracting forces of two coils of 
different resistance, through one or other of which the 
lamp current was shunted. For this purpose the 
electric conductor in some part of its course to or from, 
or in the lamp, divides into two branches, the one 
leading through the coil of a solenoid or electro-mag- 
net of high resistance, directly back to the external 
circuit, and the other leading through the coil 
of a solenoid or electro-magnet of lower resistance 
indirectly back to the external circuit through the 
carbons and the lamp. The cores of the two. 
solenoids or the armatures of the two electro-mag- 
nets are connected by a lever to one of the carbon 
holders in such a manner that, when the one solenoid 
or electro-magnet, namely, that having the coil of high 
resistance, is excited, the movement of its core or 
armature causes the carbons to approach towards each 
other, and when the other solenotd. or electro-magnet, 
namely, that having the coil of low resistance, is excited, 
the carbons are caused to recede from one another, and 
thus, when both are excited, the carbons are caused to 
take a position dependent on the relation of the two- 
counteracting forces operating upon them, which posi» 
tion, by suitable adjustments, can be determined so as 
to produce the desired illuminating voltaicarc. (A full 
description of this lamp is published on page 412 of the 
present number of this JOURNAL.) 


3410. “Improvements in electric batteries.” Ww. 
MorGcan Brown. (A communication from abroad, by 
Colonel William Fitz-Charles McCarthy.) Dated’ 
August 25. 6d. Complete. This refers to the com- 
positions for and methods of arranging electric batteries, 
as well as to the mode of using such batteries for electric: 
purposes in general, and more particularly for the pro- 
duction of electric light. The principle of the invention: 
is based upon the peculiar qualities of the currents: 
produced by different elements. It is well known that 
certain elements act with pushing power, that is to say, 
they force or push the current away from one of their 
poles on the conducting wire, whilst other elements 
have a strong tendency to attract the current from its 
conducting wire towards one of their poles; The 
object of this invention is to utilise these peculiar 
qualities, and the combination in one single battery of 
two classes of elements which exhibit in a high degree: 
these different qualities forms an important part in 
this new system. 


SCANDIUM, A NEW EARTHY MErAL.—L, V. Wilson 
announces the discovery of a new metal, to which he 
has given the name of Scandium. It has been separa- 
ted from ytterbia, but has not yet been obtained in a 
state of purity. It is the oxide of a white earth, which 
gives no absorption bands. After ignition, it is attacked 
but slowly by dilute nitric acid, but more readily by 
hydrochloric acid. The solution of the nitrate is com- 
pletely precipitated by oxalic acid. 


NoRWEGIUM.—This name has been given by Dr. 
Tellef Dahll to a newly-discovered metal, occurring in 
the copper-nickel and nickel-glance of Oteroeë, a small 
island near the town of Krageroë, Skjcergarden, in 
Norway. Themineral is roasted, the product dissolved. 
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in acid, and precipitated by sulphuretted hydrogen, and 
the well-washed precipitate, free from nickel, again 
roasted. The product then obtained is the crude oxide 
of Norwegium. It is next to be dissolved in aqua regia, 
and precipitated with the right amount of potash (in 
excess of the re-agent the oxide re-dissolves), whereby 
an emerald-green precipitate of norwegium hydrate is 
obtained. This has now to be reduced with carbon or 
hydrogen. The metal is white, pretty malleable, of the 
hardness of copper, melts at a low red heat, has a 
density of 9°44, is soluble with difficulty in hydrochloric 
acid, but readily so in nitric acid ; the solution is blue, 
and when diluted, becomes green; the metal is also 
soluble in dilute sulphuric acid. 


A PRACTICAL CALCULATING MACHINE.—The aritk- 
mometer or calculating machine of M, Thomas, of 
Colmar, was invented in 1820. Since then it has under- 
gone many improvements at the hands of the inventor, 
and latterly of his son, M. Thomas de Bojano, so that 
it is now offered in a form which M. Sebert, in a recent 
report to the Paris Société d’Encouragement, pronounces 
to be thoroughly adapted for practical use, The 
machine performs all ordinary arithmetical operations, 
comprising the extraction of roots. Among the more 
important recent improvements (for details of which we 
must refer to the Bulletin of the Society just named) is 
the counter of the number of turns of the motor handle, 
and the automatic inscription of successive figures of 
results, in divisions and .extractions of roots, and of 
multipliers in multiplications, relieving the mind of the 
Operator greatly. An idea of the progress of the 
machine may be had from the fact that the product 


of the number 99,999,999 by itself, is formed by the 
new machine in 24 seconds; it took nearly a minute > 


in 1851. The new machine can also go beyond the 
former in giving the product of the number formed 
of ten nines by itself, which it does in 28 seconds. 
The product of the number formed of eight nines 
by the number formed of eight fivés is now ob- 


tained in 17 seconds as against about 45 seconds . 


in 1851. Processes of addition alone are not per- 
formed much more quickly than by an expert 
calculator, but mental fatigue is at least saved, . The 
machine is well adapted for complex operations, as in 
calculations of algebraic formulæ, for ordinary calcula- 
tions relative to constructions, cubages, estimates, &c., for 
calculation of formulz into which trigonometrical] values 
enter, and here it allows of dispensing with the use of 
logarithms, tables of natural trigonometrical lines being 
used. In construction of tables of multiplication, ready 
reckoners, &c., the machine gives results that are truly 
marvellous. The popularisation of the machine has 
been slow, but (with removal of imperfections) has 
considerably improved, as the following figures show :— 
In the 44 years, from .1821 to 1865, only 500 machines 
were sold; in the 13 years, from 1865 to 1878, 1000 
viz,, 300 in the five years, 1865 to 1870, 400 from 1870 
to 1875, and 300 from .1875 to 1878, or 100 a year. Of 
the latter number about three-tenths are six figure 
machines, six-tenths eight figure, and only one-tenth 
ten figure. Of 100 machines sold, 60 go abroad, and 


only 40 remain in France, Among other establish- — 


ments in France which use the machine’ may be men- 
_ tioned the Magasins du Louvre, the Compagnie des 
Petites Voitures, the Offices of the Artillery Service, 
Assurance and Railway Companies, the Observatory, 
the Ecole Polytechnique, and Creusot. It is estimated 
that a machine will work daily for ten years before 
requiring repair; and, from the nature of the com- 
ponent parts, repair is easy. The price is rather high, 
500f. for a six-figure machine; and M. Sebert is of 
Opinion, considering how largely the manufacture 
involves the easy repetition of similar pieces, that this 


the surface, fine zinc dust is 


* 


might be organised as to supply the machines at half 
the present price. | 


SILVERING Mirrors.—An improvement in silverin; 
mirrors, by which excellent results are obtained, an 
which at the same time spares the workmen the danger 


of exposure.to the effect of mercurial vapours, has just 


been accorded a prize of 2,500 francs by the French 
Academy, The inventor is M, Lenoir, and his pro- 
cedure is. substantially as follows: the glass is first 


silvered by means of tartaric acid and ammoniacal 


nitrate silver, and then exposed te the action of a weak 
solution of double cyanide of mercury and potassium. 
When the mercurial solution has spread uniformly over 
wdered over it, which 

romptly reduces the quicksilver, and permits it to 
orm a white and brilliant silver amalgam, adhering 
strongly to the glass, and which is affirmed to be free 
from the yellowish tint of ordinary silvered glass, and 
not easily affected by sulphurous emanations. 


THE SOLUBILITY oF SOLIDS 1N_GAsEs.—Messrs. 
J. B. Hannay and J. Hogarth, in a paper brought before 
‘the Royal Society, have investigated the solubility of 
solids in gases, ‘The object of the investigation was to 
determine under what particular conditions liquids are 
dynamically comparable, in order that the micros- 
heometrical method devised by the authors might be 
applied to determine their molecular mass and ener 
relations. At a certain point, called the “ critical” 
point, the laws relating to solids and gases become 
merged. To investigate the conditions beyond the 
critical point the authors dissolved in a liquid some 
solid whose fusing point was much above the critical 
point of the liquid, and noticed whether, on the latter 
passing the critical point and assuming the gaseous 
condition, the solid was precipitated or remained in 
solution. The result showed that the solid was not 


deposited even when the temperature was raised 130° 


above the critical point. Some solutions show curious 
reactions at the critical point. Thus ethyl, alcohol, 
or ether deposits fine chloride from solution just below 
the critical point, but redissolves it in the gas when it 
has been raised 8° or 10° above that temperature. 


LARGE GAS-HOLDERS.—The Birmingham Corpora- 
tion Gas Works, Saltley, have just had two of their 
gas-holders increased in capacity by “ telescoping.” 
The execution of the work has been one of great diffi- 
culty, as the existing sides of the gas-holders had to be 
cut clear away from the top framing, and in each case 
the weight of the latter, about 250 tons, has had to be 
supported ‘on framing 42 ft. from the bottom of the 
tank in which the gas-holder works. The sides so 
cut away have been converted into the outer vessels, 
and new sides had to be constructed in the tank to 
form the inner vessel, to which the top had again to be 
connected. The capacity of each of the holders by this 
means has been increased from 1,100,000 to 2,200,000 
cubic feet. The contractors for the work (Messrs. Ash- 
more and White, of Stockton-on-Tees) are about to con- 
struct an enormous holder for the South Metropolitan 
Gas Company to contain no less than 5,000,000 cubic 
feet of gas. 


NAVIGATION ON THE Mississippi.—The recent im- 
provements effected at the mouth of this river have 
been such that a short time ago the Inman s,s. City of 
Bristol, drawing 24 feet 7 inches. of water, passed 
through the jetties without obstruction either at the 
jetties or at the head of the pass. 


. Tue TUNNEL UNDER THE MERSEY.—On Monday, 
December 8th, a commencement was made of the 


| 
| 
| 
| 
| 
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‘tunnel to be driven under the Mersey. The engineers 
propose to drive trial headings from both the Liverpool 
and Cheshire sides of the river, and when the nature 


«Of the strata is ascertained, to commence the main 
‘railway tunnel. 


URALIUM, A New METAL.—As far back as 1869 the 


author discovered this metal in commercial platinum 


obtained from Russian ores. Next to silver it is the 
‘whitest metal known ; its malleability is as great as that 
-of the purest platinum, but its ductility is much greater, 
and it is almost as soft as lead. Its melting point lies 
near to that of platinum, and it is not volatile. Its 


“specific 20°25, and its molecular volume, like 


‘those of osmium, platinum, and palladium, is 6°25. 
Its atomic weight has been found 187°25. In its 
«chemical properties it is difficult to distinguish from 
platinum.—A, Guyard. 


HEAT REGULATOR.—We were shown a few days ago, 


by Mr. Tisley, of the Brompton Road, a very neat form © 


of heat regulator, designed by Mr. Williams, who is, we 


‘believe, assistant to Dr. Thudicum. It is an improve- 
ment on that invented by Mr. Page, of the London 


2 


‘University, and used by Professor Tyndall in his ex- 

eriments on germs, It consists of a glass tube and 
bulb containing mercury. The tube has two branches 
(A and B) at the top, each connected with the gas-pipe 
‘supplying a Bunsen burner. There is also a third 
branch -(c), up which the mercury also rises, and in 
which is inserted a regulating plug of wire (P). This 
having been adjusted to any necessary degree of sensi- 
tiveness, the bulb being placed in position, the rising 
of the mercury in the tube a will, by shutting off the 
gas supply, restrain the temperature from rising above 
the desired pitch. 


REGISTERED STOCK. 
IMPORTANT DECISION. 
TO THE EDITOR OF ‘THE DAILY TELEGRAPH,” 


‘“‘Sir—The decision in the case of ‘Simm and 
Ingelow versus the Anglo-American Telegraph Com- 
pany,’ decided in the Court of Appeal yesterday, is 
so important to holders of registered stocks and shares, 
and so subversive of the general belief hitherto enter- 
tained, that we would draw attention to the facts, 
which, briefly stated, are as follows :—We purchased in 
1876, bond fide in open market, £5,000 Anglo-American 


stock, paid the money for it, and it was duly registered 


in Our nominees’ names. They received the company’s 


certificate of registration, and subsequently three 


dividends upon the stock. 

‘Ultimately the signature of the original transferror 
was found to have been forged, and the Telegraph 
Company claimed the stock back again. The Court of 
Appeal, reversing the decision of Mr. Justice Lindley, 
uphold this claim of the company. 

““Henceforward any bond fide investor in registered 
stock may find that a security, which upon the faith of 
an official certificate of ownership he has regarded as 


indisputable, may prove worse than waste paper.— 


Yours obediently, “Burce, Brown, and DENNIs. 
“4, Austinfriars, E.C., Dec. 6.” 


THE liquidators of the Direct United States Cable 
Company (Limited), in liquidation, give notice that a 
first and final dividend of 3s. 8d. per share will be 
payable at the offices of Messrs. Deloitte, Dever, and 
Co., on and after Dec. 29th inst., to those members who 
were on the register on Aug. 8th, 1877, and who accepted 
shares in the Direct United States Cable Company 
(Limited), incorporated in 1877, in lieu of the shares 


held by them in the other company. 


THE directors of the Brazilian Submarine Telegraph 
Company (Limited) have declared an interim dividend 


of 2s. 6d. Per share, or 5 per cent. per annum, for the 


quarter ended Sept. 30 last. | | 


The following are the final quotations of telegraphs for 
Dec. 12th :—Anglo-American, Limited, 55%-563; Ditto, 
Preferred, 814-82; Ditto, Deferred, 314-313; Brazilian 
Submarine, Limited, 73-73 ; Cuba, Limited, 84-83; Cuba, 
Limited, 10 per cent. Preference, 154-16} ; Direct Spanish, 
Limited, 24-23; Direct Spanish, 10 per cent. Preference, 
12-123 ; Direct United States Cable, Limited, 1877, 


Eastern, Limited, 8$-8$ ; Eastern, 6 per cent. 


Debentures repayable Oct., 1883, 102-105 ; Eastern 5 per 
cent. Debentures repayable Aug., 1878, 101-104; Eastern, 
6 per cent. Preference, 11£-12; Eastern Extension, Austra- 
lasian and China, Limited, 8$-8$ ; Eastern Extension, 6 per 
cent. Debenture, repayable February, 1891, 106-109; 5 per 
cent. Australian Gov. Subsidy Deb. Scrip, 1900, 101-102 ; 
Ditto, registered, repayable 1900, 1014-1024; German 
Union Telegraph and Trust, 81-8$; Globe Telegraph 
and Trust, Limited, 4§-54; Globe, 6 per cent. Preference, 


‘11-114; Great Northern, 83-9; Indo-European, Limited, 
'224-233; Mediterranean Extension, Limited, 25-34 ; Medi- 


terranean Extension, 8 per cent. Preference, 9$-104 ; Reuter’s 
Limited, 10-11; Submarine, 230-240; Submarine Scrip, 
24-23; West Coast of America, Limited, 1-13; West India 
and Panama, Limited, 1$-1$; Ditto, 6 per cent. First 


Preference,: 74-74; Ditto, ditto, Second Preference, 63-7 ; 


Western and Brazilian, Limited, 5$-52; Ditto, 6 per cent. 
Debentures “ A,”.97-100, Ditto, ditto, ditto, “ B,”? 96-100; 
Western Union of U.S. 7 per cent., 1 Mortgage (Build- 
ing) Bonds, 120-125; : Ditto, 6 per cent. Sterling Bonds, 
105-107; Telegraph Constructicn and Maintenance, 
Limited, 34-36; Ditto, 6 per cent. Bonds, 106-108 ; Ditto, 


Second Bonus Trust Certificates, 2$-3; India Rubber 


Co., 124-134; Ditto, 6 per cent. Debenture, 105-107. 
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JOHN ORME, 
M. JACKSON & CO. 


 MANUFACTURER OF 


SCIENTIFIC APPARATUS, 


AND IMPORTER OF 


FINEST 
BOHEMIAN 


AND 


GERMAN 
GLASS AND 
PORCELAIN 
CHEMICAL 


By appointment to Her Majesty's Hon. Board of Land Revenue ; 
Science and Art Department and Government Schools at South 
Kensington ; the India dits Se. 


Electric Bells, Batteries, Telephones, Microphones, | 


AND 


LECTURE APPARATUS, 


Apparatus securely packed for the Colonies and Foreign parts. 


PRICE LIST AND SPECI. AL QUOTA TIONS ON APPLICA TION. 


JOHN ORME, 
Late M. JACKSON & CO. 


65, BARBICAN, LONDON. 


ZANNT &. BRIDGER, 
ELECTRICAL INSTRUMENT. 
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1, JAMES STREET, 
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THE BIRKBECK BUILDING SOCIETV'S ANNUAL 
RECEIPTS EXCEED FOUR MILLIONS: 


HOW TO PURCHASE A HOUSE FOR TWO . 
GUINEAS PER MONTH, 


With Immediate Possession and no Rent to pay.— bp at the 
Office of the BIRKBECK BUILDING Society, 29 & 30, Sou th 
Buildings, Chancery Lane. 


HOW TO PURCHASE A PLOT OF LAND FOR 
FIVE SHILLINGS PER MONTH, 


With Immediate Possession, either for Building or res À pur- 
—Apply at the Office of the BIRKBECK FREEHOLD LAND 
Éocr= ETY, 29 and 30, Southampton Buildings, Chancery Lane. 


HOW TO INVEST YOUR MONEY WITH 
SAFETY. 


Apply at the Office of the BiRKBECK BANK, , 29 & 30, Southampton 
Buildings, Chancery Lane, Deposits received at varying rates of 
interest for stated periods, or repayable on demand. 

Current Accounts opened with Persons properly introduced, and 
a. allowed off the minimum monthly balances. English and 

Foreign Stocks and Shares purchased and sold, and Advances made 
thereon. 

Office hours from 10 to 
closes at 2 o’clock. On 
in the Evening. 


A Pamphlet, with full particulars, may be had on application 
FRANCIS RAVENSCROFT, Manager. 


; except on Saturdays, when the Bank 
ondays the Bank is open until 9 o’clock 


DESIGN AND WORK: 


AN ILLUSTRATED JOURNAL OF INVENTIONS, 
‘MANUFACTURES, SCIENCE & ART. 


Office: 41, st, poyent London, W.C, 


This jouréal : is devoted’ to the Advancement of the 
Exact Sciences, to 
CHEMISTRY in the Class and the Laboratory, 
To the Use of 


TOOLS in the WORKSHOPS of AMATEUR and 
PROFESSIONAL WORKERS : 


AND MACHINERY OF EVERY DESCRIPTION. 

The Progress of Electro-Metallurgy; 
THE MICROSCOPE anp ITS ACCESSORIES ; 
THE LATHE and its Uses; 
AMATEUR WATCH & CLOCK REPAIRING. 
Physical Science in General, 

With PHOTOGRAPHY, TELEPHONY, and PHONOGRAPHY, 


The Organ, Violin, Harmonium, and other 
Musical Instruments. 


British and Foreign Inventions, Science and Art. 
Electricity and Electrical Apparatus. 
ASTRONOMY. AND ASTRONOMICAL INSTRUMENTS, 
Intercommunication between Readers on all Subjects of 
Genuine Interest, &c., &c. 


Weekly, 2d.; by post, 23d. Monthly parts, 9d., and by 
post, Is. Quarterly subscription, post free, 2s. od. 


for Plates 43 by 34. 
and every requisite, 


PHOTOGRAPHY 


(RAPID. DEBBY. PROCESS. 


Previols Knowledge not necessary. 


No Chemicals required in the field, Tourists’ Pocket Camera and Slides, 
Lens, adore Folding Stand, Chemical Laboratory, 


Price Complete, £8 8s. 


THE SAME SET FOR PICTURES 5 x 4, £9 Qs, 
Practical Instruction Free. 
Sensitive Plates 2s. 6d. per dox. 


WRATTEN & ‘WAINWRIGHT, 


3e, GREAT QUEEN ST, LONG ACRE, W.c. 


EDWARD PATERSON, 


MANUEHACTU RIN CG HLACTRICIAN, 
3, BEDFORD COURT, COVENT GARDEN. 
STEAM WORES-GRAY?S INN BROAD. 


EXPERIMENTS IN ELECTRIC LIGHTING CARRIED OUT. 


PATERSON’S ELECTRIC LAMP & BATTERY, for experiments with the Electric Light, £5 53. 
APPARATUS FOR SCIENCE SCHOOLS AND LECTURE PURPOSES. 


RUHMEKORFF COILS AND VACUUM TUBES.—Purchasers of more than £2 value of these can see them tested 


ore purchasing. 


Telephones, Telephone Calls, Telephone Wires, Electric Bells, Indicators, and Pushes, 


SIEMENS’ & GRAMMES’ DYNAMO-MACHINE and LAMPS on Hire. 


PROFESSOR 8. P. THOMPSON’S LANTERN SLIDE GALVANOMETER, 20s. 
New Illustrated a of 60 pages, post free 6 stamps. 
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Is the Leading Title of Eight totally distinct Papers, circulating as follows i 


Epirion. | ri . No. of Issues Annually. 
A, throughout the West Indies, Central America, Mexico, Chili, Peru, &c. … nea ee 24 
South Africa, St. Helena, Ascension, &c. .. _... 52 

: Es North America, i.e. the United States, Canadian Dominion, British America, 

Cuba, &c. eee eee eee eee eee see eee eee eee eee 12 
D. the Brazils and River Plate, Azores, &c... ... aes 24 
Ee, ‘i the East, i.e. India, Burmah, Egypt, China, japan, Ceylon, Penang, Singapore, 

à Siam, Sumatra, Java, Borneo, Philippine Islands, Mauritius, &c. ... : .…. 12 
F, Great Britain and the Continent _... ove 12 
G. Australia, New Zealand, Figi, &c. ... one 13 
K, 1 the West Coast of Africa, Madeira, &c.  … | A 12 


Total? 


Each Edition of THE EUROPEAN MAIL contains every item of intelligence from Mail to Mail, specially affecting the 
country or colony for which it is published, with an exhaustive resume of Home and Continental Politics, Science, Art, and 
‘Social News, together with a retrospect of Commercial transactions in Great Britain and on the Continent, thereby rendering 
it at once the highest commercial autho: the most complete Newspaper despatched from England, and the best medium 
for the insertion of Advertisements of all desiring to cultivate trade in all Foreign and Colonial Markets. | 


Advertisements inserted in the Series come under the notice of the reading public of the whole civilised world, 


Specimen Copy of any Edition, with particulars of Subscription of Tariff for Advertisements, forwarded on application 
‘to THE PUBLISHER. 


THE EUROPEAN MAIL, Colonial Buildings, Cannon St., London, E.C. 


WOODBURY PERMANENT PHOTOGRAPHIC PRINTING COMPANY. 


OFFICES—ss7, GREAT PORTLAND STREET, LONDON, W. 
Works: CASTLE BAR, EALING, W. 


LL 


- 


Woodbury Photographic Prints are obtained from a metal block made from a photographic negative, (In 

“appearance. they are equal to the finest photographs, are as permanent as wood engravings, oe can be produced 

in unlimited quantities in any weather and in any colour; whilst their price is so low that they can be used for 
purposes for which ordinary photographic prints are quite inadmissible, | Fa 


The value of photographic prints as book illustrations and for trade catalogues is becoming well known and 
appreciated, picturing, as they do, every detail in a way unattainable by any other mode of production. Wood- 


bury photographic prints are now very largely used for this purpose, and specimens of work done for all branches 
of trade can be seen at the offices of the Company. | 


PRICE LISTS AND ALL INFORMATION WILL BE FORWARDED ON APPLICA TION. 


157, GREAT PORTLAND STREET, LONDON, W. 


CES of having “THE TELEGRAPHIC JOURNAL” forwarded to them regularly can 
have it sent by filling up this form and returning it to the Publishers, 10, PATERNosTER Row, Lonpow, E.C. 


Please supply ‘‘ The Telegraphic Journal” for the year 18 » for which Iinclose Post Office 
‘Order for 
Name 


Address 


| Date a 
Subscription : Post Free in Britain, nine shillings and fourpence ; to countries in Postal Union, ten shillings 
-and fourpence. P.O, Orders to be made payable to HAUGHTON & CO., at the Chief Office. . y 
New York: D. Van Nostranp, 23, Murray Street, and 27, Warren Street. Paris: M. BREGUET, 39, Quai de 


l’Horloge ; Madame VEUVE J. Boyveau, Librairie Etrangère, 22, Rue de la Banque. 
BERLIN : À. ASHER & Co., 5, Unter den Linden, | 
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ELECTRICAL AND EXPÉRIMENTAL APPARATUS 


M* J. C. STEVENS has received instructions from the British Telegraph Manufactory (Limited) to 

SELL BY AUCTION, at his Great Rooms, 38, KING STREET, COVENT GARDEN, on 
THURSDAY, DECEMBER I8TH, at Half-past Twelve precisely, a second portion of the Stock, Plant, 
Materials, and Instruments belonging to some of their departments, including Telegraph Instruments, and 
Wheatstone Philosophical Apparatus, and the Implements and Materials for making same ; Moise and 
Wheatstone A B C Instruments, Keys, Galvanometers, Magnets, Calculating Machines, Magnet Bells,. 
Lightning Dischargers, and numerous valuable Tools, &c., &c. 


May be viewed after Two o'clock the day prior and Morning of Sale, and Catalogues had. 


ROSSLEY’S PATENT TELEPHONE 

TRANSMITTER, as described in ‘‘ TELEGRAPHIC 

JOURNAL,” May 1, 1879. Price from £3. Illustrated list 
one stamp. 


Single Needle and Block Instruments, as supplied to the principal 
Railway Companies, Sounders ahd Morse Instruments, Coils with 
Induced Needles, Mining and Signal Bells, Telephone Call 
Boards, &c. Sole Makers of Warburton and Crossley’s Patent 
Relay.. 


BLAKEY, EMMOTT & CO., 
Northern Telegraph Works, Halifax, and 14, Southampton 
Buildings, Chancery Lane, London. 


ELECTRICAL & SCIENTIFIC APPARATUS. 


WHOLESALE MANUFACTURERS OF 
ELECTRIC BELLS. 


Our New Perfected Pattern Mounted entirely on Metal. 


Improved Indicators and Automatic Telephone 
Switches. 
INDUCTION COILS of highest finish. Carbons, Wire, 
and all materials. 


SILVER AND NICKEL PLATING AND GILDING, 


Instruments made, repaired, or altered on the premises. 


Lillustrated Electric Bell List free, complete Catalogue 
Two Stamps, Special quotations .to the Trade. 


DALE & CRAMPTON, 
Electricians and. Opticians, 
4, Little Britain, London, E.C. 


T. WIESENDANGER’S. 
CLASSES IN PRACTICAL SCIENCE. 


LECTRICITY and MAGNETISM, Thursdays, 
7°30 to 830; ACOUSTICS, LIGHT and HEAT, 
Thursdays, 8°30 to 9°30. Fee for the two courses, 9/- 
per Term in advance. All lectures are fully illustrated. . 
Appliances for constructing Apparatus. 


33, NEW BRIDGE STREET, 
LUDGATE CIRCUS. 


ELECTRICITY. ELECTRICITY. ELECTRICITY. 


GEO. G. BLACKWELL | 
PREPARES specially the MANGANESE for use in 


Leclanché and other Batteries ; puaramte<d pure, strong, and. 
certain action. 


Manganese and Mineral Works, Garston. 


_ Offices—s, CHAPEL STRET, LivERroot. 


BROOK, ELECTRISIAN, 


107, Lorrimore Road, Walworth, S.E. 


MANUFACTURER. of Voltaic and Frictional Apparatus, fo 
commercial uses, pen experiment, and public demonstration 
of new patt insulation, and highest efficiency. 

Lecturers’ Por table Self. Uf-packing Batteries, Holtz Machines, 
High Power Ebonite Leyden Batteries. 

New Pattern Bells, every part, except terminals, fitted 
upon a rigid metal base, cast in one piece. 

New complete Price List, 24 pp., post free. Special Trade Terms. 


THE TELEGRAPHIC JOURNAL AND ELECTRICAL REVIEW, 


Handsomely bound in cloth, gilt, Vols. I., II., II1., TV., V., and VI. 


Price 10s..6d. each. Nearly all the back numbers may be hadi 


through any Bookseller; or of the Publishers. Subscribers’ numbers bound in black cloth, gilt, 2s. 6d. Binding Cases, 2s. 
HAUGHTON & CO., 10, PATERNOSTER ROW, E.C. 


JOERNSON PHILLIPs, 


ELECTRIC CARBON WORKS, 
BELVEDERE, LONDON, S. E. 


BLACK AND COPPERED CARBON RODS. 


Also BATTERY PLALES. 


_ Sole Makers of BROCKIES ELECTRIC LAMP. 
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| SOLENTIFIO: INSTRUMENT MANUFAOTURERS 


IMPROVED HOLTZ ELECTRICAL MACHINES, with 4 to 24 Plates. “Immediately 


LADDS DYNAMO-MAGNETO MACHINE and GRAMME'S MAGNETO-ELECTRIC MACHINE | 
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THIS 


4 TREATISE: ON ELECTRICITY AND MAGNETISM. 


et By J: CLERK-MAXWELE. FRS.) 


Professor of Experimental Physics, 
Vol. Gvo, Cloth, 21 11s. 64) 


4 thé numerous services Clerk-Maxwell done to. seience,. the present volumes must be reg: | 
as pre-eminent. “This noble work will do more to raise our country in the sb: of really competeht judges than cartloads rh M 
of more pretentious . 


“ Tf Professor: Maxwell had not ready eatned a place in the very front an of the physicists of the present fine, this 
book would win it for him. Às ah Exposition of the subject, it is characterised by all those excellonces which we Dave 
“had Occasion to remark on in the author's previous A thenœum. 


Oxford Printed at the CLARENDON PRESS, and Published by MACMILLAN AND CO, 
Publishers to the 


7. «& co., 


{By Appointment td ihe Royal Institution of Great Britain), 
11 and 12, Beak Street, Regent Street, 


any. condition. of the atmosphere. 


for Laboratory use. 
Physical Apparatus of évery Déscription. 
ILLUSTRATED CATALOGU S, 


%, 


au 


22 à 15. 
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ENGINEERS AND ¢ 


“97, GREAT GEORGE STREET WESTM: 


and Continental Railways. As a Battery for all Telegraphic fs, carbon it is un 


Contractors for the Erection and Senn lete Equipment of Lines of 
Telegraph, and for the Supply ¥. Telegraph Stores: 


> MANUFACTURERS OF TRON POLES AND TELEGRAPH WIRE. 


ATAO OF EVERY DESCRIPTION OF 


TELEGRAPH INSTRUMENTS AND APPARATUS. 


W. M WARDEN, of the late Firm of Warden, Muirhead and Clark. 


APPS, 433, STRAND, LONDON. 


‘Pelegraphio and Contractor. . Needle, Morse, -Alphabetical, Sounders. ‘and recording 
Telegraphic Instruments, Batteries, Lines, Cabies, Insulators, Semaphores, Torpedo Apparatus, Mine 
Expioders, Fusos, Dynamite, Gun Cotton. Ebonite Manufactures of s!! kinds Sheet, Hube and Rod 
Gat to Order for Manufacturers and Amateurs, and all Materiais for Scientific A paratus, 
Nautical, Mechanical, Optical, Electrical, Acoustic and Scieatific Instruments of all Bin 
Apps’ Patent Inducticn Coil, x inch to 60 inch, Spark in Air, Vactum Tubes and Apparatus. 
: ERECTRIC LIGHT. Contracts for Supply and Maintenance, &c. Telephonie Bell and Pneumatic 


Communicators laid and maintained. Appa’ New Constant Medica} Battery. Bagot’s Patent Mining 


Signal Apparatus for Shafts and Eapine Planes. “Blagot’s Patent Temperature Recorder and Alarum for 
Vineries, Ship's Cargoes, &c. Patents and Models of Inventions. 


COMPANY, 


"Offices and : 108 & 100, CAN NOK LONDON, B.C. 


Works: Silvertown, Essex ; Porsan Reaumont, France. | 


“PELEGRAPH ENGINEERS AND MAI {UFACTURERS OF 


3 ETES. Sphmarine, Subterranean, and Aérial. 


WIR. —India-Robber and Gutta-Percha covered is gauges. 


Morse" Inkers, Single Needle, Wheatstone’s Alphabetical, Preege’s & Walker's system of 
Semaphore “Block” Instruments, Bells, Resistance Coils, ‘Sir and 
Galvanometers, Condensers, Testing Instruments, | 


_ BATTERIES MANUFACTURERS FOR GREAT BRITALN, AND ‘THE 
COLONINS OF THE CELEBRATED LECLANCAS BATTERY, which has 
received the most favourable reports from Telegraph Engineers,and Îs in pe eneral use on English 

oubtedly pre-eminent. 

All other-kinds of Batteries also manufactured. Ebonite Cells, Carbon &e. 

Thé Léclanché is the best Battery... | 


OF THE MOST. Aproven APPARATUS FOR RAILWAY BLOCK-SIGNALLING: 


PHONE REPEATERS “LIGHT” INDICATORS, AND WALKERS “PASSENGER AND 


= = GUARD.” COMMUNICATOR. 


4 


CON NTÉRED INTC MAT NTENANCÉ of LINES, 


7 
A 


SPORES AND APPARATUS. OF DESCRIPTION. 


pila INDIA-RUBERR. GUTTA-PERCHA, & TELEGRAPH WORKS COMPANY ave 
of a Complete System of T vrpedoes for Harbour and Coast Defence, and of 


#-Purposes. 
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